Google 



This is a digital copy of a book that was preserved for generations on library shelves before it was carefully scanned by Google as part of a project 

to make the world's books discoverable online. 

It has survived long enough for the copyright to expire and the book to enter the public domain. A public domain book is one that was never subject 

to copyright or whose legal copyright term has expired. Whether a book is in the public domain may vary country to country. Public domain books 

are our gateways to the past, representing a wealth of history, culture and knowledge that's often difficult to discover. 

Marks, notations and other maiginalia present in the original volume will appear in this file - a reminder of this book's long journey from the 

publisher to a library and finally to you. 

Usage guidelines 

Google is proud to partner with libraries to digitize public domain materials and make them widely accessible. Public domain books belong to the 
public and we are merely their custodians. Nevertheless, this work is expensive, so in order to keep providing tliis resource, we liave taken steps to 
prevent abuse by commercial parties, including placing technical restrictions on automated querying. 
We also ask that you: 

+ Make non-commercial use of the files We designed Google Book Search for use by individuals, and we request that you use these files for 
personal, non-commercial purposes. 

+ Refrain fivm automated querying Do not send automated queries of any sort to Google's system: If you are conducting research on machine 
translation, optical character recognition or other areas where access to a large amount of text is helpful, please contact us. We encourage the 
use of public domain materials for these purposes and may be able to help. 

+ Maintain attributionTht GoogXt "watermark" you see on each file is essential for in forming people about this project and helping them find 
additional materials through Google Book Search. Please do not remove it. 

+ Keep it legal Whatever your use, remember that you are responsible for ensuring that what you are doing is legal. Do not assume that just 
because we believe a book is in the public domain for users in the United States, that the work is also in the public domain for users in other 
countries. Whether a book is still in copyright varies from country to country, and we can't offer guidance on whether any specific use of 
any specific book is allowed. Please do not assume that a book's appearance in Google Book Search means it can be used in any manner 
anywhere in the world. Copyright infringement liabili^ can be quite severe. 

About Google Book Search 

Google's mission is to organize the world's information and to make it universally accessible and useful. Google Book Search helps readers 
discover the world's books while helping authors and publishers reach new audiences. You can search through the full text of this book on the web 

at |http: //books .google .com/I 















-->■<- 
<".< 










'-X 



s 



^•*-^f*. 












of the 

Tllnivcreiti^ of Mieconein 



ft, ^ '^ -Vi >• 






A 






W^ 



■-\j 














■n 





<4 



"' '. - - \^ ■ 



;?^.r^% 









■?■ -J 










:>>^ 



.;-r. 






i I 



) I 



♦ 1 



1 



•• 



t1 



* cJSI 



J 



A PRACTICAL COURSE 

IN 

MECHANICAL DRAWING 



WILLIAM FOX, M. E., 

Member of the A. S. M. E. 
Prsfeisor of Applied Malkemalics, College ef the City 
0/ New York, 
AND 

CHARLES W. THOMAS, M. E., 

Mtmbtr o/fke A. S.M. E.. Instructor in Descriptive Giomttry and Drawing, 
College of the City of New York. 



'n WITH NUMBEOUS HiUSTEATIOIIS. 



THIRD EDITION, REVISED. 

NEW YORK : 
D. VAN NOSTRAND COMPANY, 

23 MURRAY AND 27 WARREN STREETS, 



Copyright, 1899, 

BY 

D. Van Nostrand Company. 



Copyright, 1901, 

BY 

D. Van Nostrand Company. 






} 6 ')-i- 



214616 

DEC 12 1917 
SC 



Preface. 



The object of this work is to provide a simple, prac- 
tical course of progressive lessons in Mechanical Draw- 
ing. It will be noticed that all instructions are given in 
connection with a special, concrete exercise, instead of 
being presented in an abstract and general manner; fur- 
thermore, the didactic principle of " one thing at a time *' 
has been followed as much as possible. 

No practical draughtsman will criticise us for not 
starting with the traditional geometric problems that, 
from time immemorial, have adorned the introductory 
pages of *' Manuals of Mechanical Drawing." We have 
reason to believe that the average student does not appre- 
ciate the beauty and use of Euclid's Geometry and 
Monge's Descriptive Geometry, if these subjects are 
introduced de/ore their bearing and practical application 
are understood. We reserve the introduction of such 
scientific work for a second part, hoping thereby to 
arouse an interest in advanced problems that necessitate 
strictly mathematical constructions. 

The subject is best taught with the use of models, 
instead of sketches and pictorial illustrations. A glance 
through the book will convince the teacher that a set of 
models corresponding to the exercises can be easily 
procured. The result of the instruction will then be real 
instead of imaginary, since the student knows absolutely 
what his drawings represent, and need not rely on an 
untrained imagination. 



IV PREFACE. 

This course is peculiarly adapted to the needs of High- 
schools, Schools for Apprentices, and young Mechanics. 
The exercises are elementary and progressive in character. 
There is no striving after effect ; all thinking teachers 
deplore the tendency towards ' * exhibition-work ' ' of any 
kind ; the danger in the case of mechanical drawing is 
the greatest of all. The student is taught to copy a 
magnificently tinted, complicated drawing in a faithful, 
photographic style ; and, lo, the populace stand open- 
mouthed before a work of " art ' * of absolutely no educa- 
tional value. Ask the skillful draughtsman of a marine- 
triple- expansion-steam-engine to make a working sketch 
of the piston rod and see what he invents ! 

The figures in this book are intended to show what an 
average draughtsman should be able to accomplish. No 
unusual skill or finish is claimed for these illustrations ; 
their very imperfections are such as to encourage the 
student, since he feels that he can certainly do at least as 
well as the designer. We trust that after he has faith- 
fully worked through the series of exercises prescribed, 
the pupil will find that he can make sketches from any 
actual piece of machinery, and also that he will be able 
to * ' read ' * and understand an ordinary mechanical 
drawing. 

We take this opportunity to express our thanks for 
cuts furnished by Lexington Gear Works, Schwencke, 
Kirk & Co., F. W. Devoe, & C. T. Raynolds Co. and 
Keuffel & Esser. 

Coi,I.EGE OF THE CiTY OF NEW YORK, W. F. 

November, 1898. O. W. T. 
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INTRODUCTION- 



A working drawing must give all the necessary infor- 
mation to the workman, if it is to be of any practical use 
in the shop. The form of the object to be constructed, 
as well as the dimensions, must be shown in an unmis- 
takable manner. Sometimes rigid laws, and in other 
cases conventional rules, must be obeyed in order that the 
resulting drawing can be easily ** read '' or understood. 

It is evident that in deciding as to the different methods 
to be employed certain conditions are imposed ; the method 
which fulfills the greatest number of these conditions and 
in the best manner, would naturally be the one adopted. 
A few of these are the following : parallel lines are to be 
shown parallel ; dimensions of lines in the drawing should 
correspond in some definite ratio to the real dimensions in 
space ; angles between lines should be represented true to 
nature ; the details of construction and the interior also 
must be distinctly shown. 

An ordinary perspective drawing is not available for 
this work, since it shows the object as it appears to the 
eye with all the distortions of form and changed relative 
dimensions. We find, however, that, as the point of view 
is moved further and further away from the object, these 
distortions are gradually decreased. Thus, if far enough 
away, the eye would perceive the right angles of the front 
face of a cube, for example, as right angles, and the front 
face itself as a square, and the other edges as parallel 
lines. 



2 MECHANICAL DRAWING. 

Let us now imagine a clear pane of glass to be placed 
in front of the cube, and let us trace the outline and edges 
of the cube on that pane as they would appear to an eye 
very far away. Rays of light from every point of the 
cube to the distant eye are practically parallel to each 
other, and the points where they pierce the pane of glass, 
form the image or tracing of the cube beyond. Fig. i 
shows the cube as viewed at an angle by an eye placed 
far away, above the level of the cube and to the right. 
If we now suppose the eye to move down and to the front 
of the object, the rays of vision will become perpendicular 
to the pane of glass, and the top and the side of the cube 
will shrink in size until, when at last the eye is in front, 
they disappear altogether and Fig. 2 is the result. 




Fia. 1. 

Fig. I is a so-called parallel perspective of the cube. 
The top and side are evidently distorted, while the edges, 
though parallel to each other, may or may not be equal 
in length to the lines bounding the front face, depending 
on the obliquity of the view. This method of drawing is 
useful in bringing out the solidity of an object, and in 
giving some idea concerning the relative dimensions of 
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some of the lines. The information imparted is, however, 
not absolute. Thus, in the case of Fig. i , the block repre- 
sented may be a solid in which the sides, top and bottom 
are inclined to the front face, and are not at right angles 
to it, as in the cube. We shall employ this method of 
representation (parallel perspective) as an auxiliary to 
enable the student to imagine the solids to be drawn. 

Fig. 2 gives the manner usually employed. We may 
imagine the eye sighting along each perpendicular edge 
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and tracing the lines on the transparent pane as the eye 
moves, keeping always directly in front of the edges 
drawn. The result will then be the same as if the view 
were taken from a very distant point. This drawing alone 
(Fig. 2) is, however, not suflficient: it gives only two 
dimensions of the solid. To obtain the third dimension, 
another direct view of the cube is traced on a trans- 
parent plane placed perpendicularly to the pane in front of 
the object. This second view maybe either from the top, 
from below, from the right or from the left, and is taken 
by sighting in a manner like the one described above. 
In a working drawing these views are then placed on the 
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same sheet of paper in proper corresponding positions. 
Usually two of the views taken suffice to show the form 
and proportions r in complicated pieces of machinery, 
however, three and even more views are necessary to 
give the information required. The planes on which the 
tracing is supposed to be done are placed at right angles 
to each other, and the tracings are then properly arranged 
on the same sheet of paper. 



Fig. 3 shows a glass box in which the solid is sup- 
posed to l)e placed ; the views are shown traced on the 
panes, the lines of sight being in every case at right 
angles to the pane taken. The view on the front plate is 
called the front- view or elevation, and shows the front of 
the object in its natural upright position ; the top plane 
gives the top-view or plan ; the right and the left sides 



INTRODUCTION. 5 

show respectively the right and left side-views or end- 
elevations ; the bottom carries the bottom-view or view 
from the bottom upward. 

Fig. 4 illustrates the proper grouping of the drawings. 
The hinges marked in Fig. 3 indicate the manner in 
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which the various plates are swung forward into the 
plane in front of the object. The front view is placed in 
the center, and each of the other views is placed to that 
side of the elevation from which it is taken. 



MECHANICAL DRAWING. 



USE OF T-SQUARE, TRIANGLES AND 

RULING-PEN* 

EXERCISE 1. 

Draw the front-view, top-view and right-side-view of the 
object shown in Figs. 3 and 4, making the lines about fonr 
times as long as in Fig. 4. It need hardly be said that the 
box, the panes, and the hinges are not to be drawn. 

Special Instructions : The student is advised to 
procure a drawing-board, i2''x 17'', an 18'' T-square, two 
triangles, 45°, and 60° and 30°, and thumbtacks. Special 
drawing paper is to be used for this work, and a hard 
pencil, No. 5 or No. 6 or grade VH, is needed for the 
purpose of producing a faint sketch that can easily be 
erased after the drawing has been inked in. The exer- 
cises in this book are designed so as to go on paper 
10'' X 14'^ leaving a margin of at least V^' on three sides, 
and a special margin of \" on the left side for the purpose 
of binding the set. 

Figs. 5 and 6 illustrate the position of the T-square 
for drawing horizontal lines ; perpendiculars to these 
horizontals are made by means of the triangles as shown. 
Parallel horizontal lines are constructed by simply shift- 
ing the T-square, the head of the same being in contact 
with the left-hand edge of the board. In a similar man- 
ner, perpendiculars are passed through points by simply 
sliding the triangle along the T-square until it is in the 
proper position, as shown in Figs. 7 and 8. 
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An ordinary 12" rule may be used for the present in 
measuring off distances, as required. 

The spacing of the views is chiefly a matter of artistic 
judgment. All that can be said in regard to this matter 
is that the views must not be too far apart, because they 



then appear to be independent of one another, and it 
becomes diflBcult to trace corresponding parts. Further- 
more, too small a space must also be avoided, because 
then the views are merged together and do not appear 
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separate and distinct. It is also evident that large draw- 
ings will require larger spaces than small ones. From 
Vb" to i" is the amount that may be allowed in making 
the exercises described in this book. 

It is often desirable to show edges that are not 
directly visible. This is done by means of so-called 
dotted lines, which are really formed of short dashes. 



These indicate that a certain edge or line would appear 
in that position if the object were transparent enough. 
The bottom view in Fig. 4 illustrates this conventional 
method of representing hidden edges. 

After the drawing has been sketched in pencil, it is to 
be "inked in." The drawing-pen, and the proper man- 
ner of holding it, are shown in Figs. 5 to 8. The India 
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ink used is somewhat different from the ordinary writing 
fluids ; it can be obtained prepared and ready for use, or 
may be rubbed up from a stick of Chinese ink, A quill, 
or an ordinary writing-pen, is employed to transfer the 



ink to the space between the blades of the drawing-pen. 
The outside of these blades must be kept clean and free 
from ink to prevent blotting. The desired thickness of 
the line is obtained by tightening the little thumb-screw, 
bringing the points of the blades the required distance 
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apart. Try your pen on a separate slip of paper, before 
applying it to the drawing. Like any other tools, draw- 
ing instruments must be kept clean, and should be wiped 
off before the ink has a chance to dry. As regards the 
quality of the instruments, they should be the best that 
the student is able to procure. 

Erase all pencil lines with a soft rubber, that does not 
mar the ink-lines. 



EXEECISE 2. 
Draw the plan andtheeleTationDftha following objects: 

a. A square prism, 2" x 2" x 3" ; 

b. A square pyramid, 2"z2"z3" high; 

0. A wedge (triangular prism), rectai^nlar base IH" x 3" ; 
height. iH". 

Speciai, Instructions ; The elevation represents the 
object in its uatiural position. Thus, the prism should be 



USE OF T-SQUARE, TRIANGLES, ETC. II 

placed in an upright position, the front face {2" x 3'^ ap- 
pearing as a rectangle in frill size ; similarly the plan will 
show a square whose side is 2" . The pyramid, in a like 
manner, is best placed on the square base ; the plan will 
then be a square with the diagonals to represent the slant- 
ing edges . It will be noticed that these edges are fr)reshort- 
ened in both views, and therefore their actual length can- 
not be determined directly from the drawing ; if the alti- 
tude or height of the pyramid and half the diagonal in the 
square plan are laid off perpendicularly to each other, then 
the line (hypothenuse) completing the right-angled trian- 
gle will give the length of the slanting edges. 

From the dimensions given, the elevation and the plan 
of the wedge can be readily found. The former will be 
a rectangle, 3''x 2%'', but does not show the true size of 
the slanting front face ; the wedge-line appears as a line 
drawn across the rectangular plan (3'' x i^'Oi which gives 
the true size of the base only. If desired, the dimensions 
of the slanting lines can be found by a construction simi- 
lar to the one described in connection with the pyramid. 
Instead of the rectangular elevation, a view from the trian- 
gular end may be substituted ; the result will then be a 
drawing showing more clearly the form of the wedge. 
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DIMENSION-LINES* 

EXEECISE 3. 

Draw three views (front-view, side-view, and plan) each 
of Fig. 9 and Fig. 10.* Mark the dimensions on the drawing I 

Special Instructions : Auxiliary lines are used to 
show dimensions. These are thin, long-dashed lines 
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drawn near and parallel to the distances the size of which 
is, to be given. The ends of the dimension lines are shown 
to correspond to the proper points by short cross lines ; 



*Note: Fig. 10 is a so-called Isometric drawing. 
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they are also marked with arrowheads, drawn free-hand 
with an ordinary writing-pen. In a space left open near 
the middle of the dimension-line the figure indicating the 
length is marked. These figures are best placed so as to 
read along the dimension lines, and from the bottom or 
from the right-hand side, for horizontals and verticals 
respectively. The inch ( marked '' ) is usually taken as 
the unit.* 




Fio. 10. 



The sketches shown in Figs. 9 and 10 are intended to 
take the place of models ; they indicate the solid form of 
the object to be drawn. 

The dimensions should be marked on every working 
drawing ; hence the student is expected to * * figure ' * every 
exercise following. 



♦Several forms of these figures are given in Fig. 50. 
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DRAWING TO SCALE^ 

EXERCISE 4. 

Draw the three views required for the bench shown in 
Fig. 11. Scale : M" = i". 

SpECIai, Instructions : Since it is rarely practicable 
to make the dimensions of a drawing the same as those of 
the object itself, the method of drawing to scale has been 
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invented. The relative proportions of the parts are cor- 
rectly shown, while the actual dimensions are obtained by 
using a reduced unit. Thus, in this drawing each ^'' 
stands for i'' on the object ; and if we construct a rule on 
which the quarter-inches are marked in the order of num- 
bers as the inches on the inch-rule, it can be used directly 
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to lay off required distances on our drawing. The student 
is advised to buy a special scale-rule, at least \2" long, 
and divided to several different scales on various sides. 
A good scale is the triangular scale, shown Fig. 12, 
giving different divisions on the six sides and in the 
grooves. These correspond to ^^2^ Vs^ Vie^ %,'', W\ 
V2\ %'\ i'\ iV2\ 3'', I2'^ to the foot, yielding reduc- 
tions as follows : yi28, Vae, y64, %8, y32, %4, %6, ^A2, 
%, %, and I. 

The %'' to the foot can be used as a %'^ scale, the 
inch being then subdivided into twelfths instead of 
eighths and sixteenths as usual. 




Fig. 12. 

The scale may also be given simply as an abstract 
fraction, or again as a certain number of inches or frac- 
tions of an inch to the foot. Thus, the scale %'' = i'' 
may be called scale %, or scale 3'' = i'. In every case 
the scale of the drawing should be marked on it. If for 
some reason or other an unusual scale is taken, a few 
dimensions should be marked off on a separate line, as 
exemplified in maps. 

The student's attention is called to the special manner 
of figuring small dimensions : the arrow-heads may be 
turned the other way, as for the dimension 1%''; or else 
the figure may be placed outside altogether, as for %''. 
(See Fig. 11.) 

The form of the bench is shown in the free-hand 
perspective sketch. 
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EXERCISE 5. 

Construct a complete working drawing from the free- 
hand perspective sketch of the box shown in Fig. 13. Scale 
1" = 1' (1 ft.). 

Spbcial Instructions : A rough sketch is very 
often given to a draughtsman, from which he is required 
to construct a complete and accurate drawing. In order 
to accustom the student to such work, he should be 
required to develop and copy drawings without paying 
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the slightest attention to faulty outline, wrong propor- 
tions, or other mistakes in the original before him. He 
should also practice sketching free-hand and marking 
dimensions in a clear and unmistakable manner ; for that 
purpose actual models or pieces of machinery are neces- 
sary, from which the draughtsman first makes a rough 
dimensioned sketch, and then works out the finished 
drawing. 

The student must decide for himself what views are 
necessary for the complete drawing. 
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CENTER LINES* 



EXERCISE e.* 

Front-view and bottom-view of a pin, shown in Figs. 14 
and 15. Full size. 

Spkciai, Instructions : The center of the circle is 
to be marked by the intersection of two lines, called 
center-lines. One of these is drawn through the two 





Fig. 14. 



Fig. 15. 



views, and shows Hiat they belong together ; the other is 
at right angles to the former and marks the center of the 
circle. In order to distinguish them from the other lines of 



* Notb: Exercises 6 and 7 are designed to be drawn on the same sheet. 
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the drawing, they are composed of alternate long and short 
dashes, and are usually extended indefinitely beyond the 
outlines of the views, and in no case terminate on the 
outline of at any particular points. The center-line is 



drawn in every case as an axis of syiiinietry, and dimen- 
sions are laid offfrom it in both directions. These distances 
are best marked on the front-view, because there the diam- 
eters appear as straight lines. 
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The small circle shown in the elevation is one view of 
a hole drilled through the shank of the pin. The center 
of this hole must also be marked by the intersection of two 
perpendicular center-lines. The distance of the center 



from the end of the pin should likewise be noted on tne 
drawing. 

The "compass " and the proper position for it are 
illustrated in Fig. 16. The pen-point should be nearly 
perpendicular to the paper ; the starting position should 
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be such that the entire circle can be swept with one con- 
tinuous stroke by moving the thumb forward and around 
without shifting the hold on the compass. (Fig. 17.) A 
circle that has been drawn in several instalments is never 
as smooth and perfect as one finished with one sweep. 
The student has probably learned from experience 
that drawing-pens do not require any pressure to cause 
the ink to flow from the instrument to the paper. 
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USE OF DIVIDERS* 

EXERCISE 7. 

Three views of ink-pot shown Eig. 18. Full Size. Mark 
dimensions ! 

Spkciai, Instructions : The center-line being drawn 
and the center marked in the plan, draw the circle in 
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which the regular hexagon is to be inscribed. A pair of 
'* dividers " is the instrument best adapted for ** stepping 
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off" equal distances. The side of the hexagon is theo- 
retically equal to the radius of the circle ; but if we apply 
that principle in the present case we may discover an erroi 



owing to spring of the dividers, or to inequalities in the 
board or on the paper. Figs. 19, 20, and 21, show the 
motion of the points of the dividers in stepping off equal 
distances along a straight or a curved line. If the distance 
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is too small, we must separate the legs of the dividers by 
a distance equal to one-sixth of the remainder left over, 
after stepping six times. If, on the contrary, the side of 



the hexagon is too great, it must be decreased by one- 
sixth of the surplus or distance overstepped. Three suc- 
cessive trials should, in any case, be sufBcient to divide the 
circle into six or any other number of parts, A similar 
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use of the dividers enables the draughtsman to divide a 
straight or a curved distance into any number of equal 
parts. 

Two views would have been sufficient in this case : 
the plan and that view which shows three faces, and not 



the one showing only two. The extreme lines of the 
elevation then represent edges, and not faces ; and the 
middle face, at least, is drawn in true width, while both 
faces in the other view appear fore -shortened. 

The free-hand view gives the necessary dimensions. 
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USE OF BOWPEN. 

EXEBCISE 8. 



Two views of the angle-pateli,* 12" long, indicated in the 
rough gketoh, Fig. 22. Scale: i4"=l". 

Exercises 8 and 9 may be drawn on the same plate. 

Speciai, Instructions : The center of every one of 
the rivet holes should be marked distinctly by the inter- 



section of short lines, perpendicular to each other, and 
drawn in the main directions, viz.: horizontal and 
vertical. 

A smaller compass, called bowpen, may be necessary 
for inking in small circles. (Fig. 23.) This instrument 
is certainly more convenient and more accurate for this 
work than an ordinary compass. 

The angle is formed by two straight lines tangent to a 
quadrant of a circle at its ends. It will be found best to 

* Ooly part of the patch la shown ; the rest Is auppoKd to b« oontlDued 
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ink the curve first, and then the straight lines, because 
better tangency will be attained. This rule should be 
applied in every case where straight lines and curves are 
to be drawn tangent to each other. 

The two views taken in this case can hardly be called 
elevation and plan, or front- and top- view. It is' better 
to place them next to each other, as a front- and a side- 
elevation, the latter being viewed from the open or con- 
cave face of the angle. A third view may be considered 
necessary to show the position, the form, and the spacing 
of the holes in the other flange of the angle ; yet with the 




Fig. 23. 

center-lines and the distances marked, these holes can be 
accurately located in the two views taken. 

The radius of the quadrant can be indicated in a way 
similar to that shown in the sketch (Fig. 22) : an arrow, 
starting from the center and ending on the circumference, 
carries the inscription I'^R. 

EXEECISE 9. 

Two views of the face-wheel. Fig. 24, full size. 

Special Instructions : It will be noticed that the 
small circles, representing in plan the projections from 
the face of the plate, are arranged around the center of 
the disk. Instead of a straight center-line, a center- 
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circle is drawn, marking the positions of these smaller 
circles ; the short lines intersecting the center-circle mark 
the centers, and are drawn pointing to the center of the 




ml* • 
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plate. The diameter of this center-circle is shown on an 
inclirud line passing through the center, and finished off 
with arrow-heads at the circumference of the circle ; the 
figure is marked beyond the center. 
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SECTIONS* 

EXEECISE 10. 

a. Two views of a cylindrical pipe; scale, 1"=1''. 

b. Three views of a box and cover; scale, 1"=1". 

Speciai. Instructions: Fig. 25 gives the two 
views of the pipe. On consideration, however, it is 
observed that the information imparted by these views is 





Fio. 25. 



Fio. 26. 



not definite. We cannot tell from the drawing whether 
the inner circle and the dotted lines correspond to a plug 
filling the hollow, or merely to the hollow itself. In the 
former case, we might mark that fact by lettering the 
word, '' plug,*' but in the latter case a more direct, con- 
ventional way is employed. 
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If we were to saw the pipe in half, as indicated in Fig. 
27, we notice that we are cutting the material in the walls 
of the pipe only ; if there were a plug, we should be cut- 
ting it also. If we How show the circular view with the 
saw in place, we get the plan represented in Fig. 26. The 
center-line made up of dashes alternating with two dots 
(or rather two shorter dashes) is called the plane of sec- 
tion and shows the manner in which the saw is supposed 
to cut. We now suppose that the front half is removed 
and the interior will be displayed as well as the surfaces 
made by the cutting plane. The dotted lines in Fig. 25 
are replaced by lines in full. Fig. 26, and the plane sur- 
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faces are ** sectioned,*' that is, covered with parallel lines. 
The lettering '' AB " and ** Section on AB," is customary 
though not absolutely necessary. 

The section-lines are best drawn by sliding the 45** 
triangle along the T-square, giving an inclination of 45"^ 
with the center-lines. The thickness of the section-lines 
should be somewhat less than that of the outline, while 
the distance apart should not be less than about %2''. 
The student is cautioned against careless sectioning, and 
should rather stop short of the outline, than cross it in a 
ragged manner. 

The cylindrical box (b) to be drawn is shown only in 
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"longitudinal section " * in Fig. 28. The other views 
required are an outside elevation and the plan. The line 
C, Fig. 28, represents the upper edge of the hollow in the 
back-ground. The lines marked C in Figs. 26 and 27 
show a similar construction. 

Notice that the sectioning in the box proper is in a 
different direction from that in the cover. This is done 
in order to show that these two piecesare separate. 



EXXBCISE 11. 

Fig. 29 repreMnts a parallel perspective view of one-half 
of a "stoffii^-boz and gland." The student ia to draw a 
sectional elevation and a plan. Sotde : 3 " = 1 ft. 

Special Instructions : As indicated in the per- 
spective figure by the change of direction of the section- 
lines, the object contains four separate pieces. In the 
sectional view, therefore, a similar method must be em- 
ployed to distinguish the various pieces from each other. 

■ The distinction between loDgltudlnal section and cross section Is apparent- 
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No two draughtsmen would probably agree as to the direc- 
tion and spacing of the section -lines. We advise the stu- 
dent to choose the 45° inclination, whenever possible, and 
also to keep the same spacing between the lines. Thus in 
the figure shown, even contiguous pieces are sectioned in a 
similar manner, and the difference between the parts is 
shown by breaking the sectioning at the dividing lines, 



taking care that the section lines are not continuous across 
the two pieces. In exceptional cases, 30° or 60' inclina- 
tion may be chosen. 

The fact that the small pieces are to be made of brass, 
while the rest of the device is to be cast iron, may be 
indicated, as in the figure, by means of proper inscriptions. 
The word "brass" is placed outside of the piece, because 
the space is too small for a neat inscription ; the name 
"cast iron" on the other hand, is printed right on the 
parts as shown, in a space left in the sectioning. 
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Some draughtsmen advocate special forms of section- 
ing for different materials, such as, for example, is used 
by Unwin in his book on Machine Design, illustrated on 
p. 1 6 of that work : alternate thick and thin lines for 
wrought iron, alternate full and dashed lines for brass, 
dashed lines for steel, etc. No uniform and standard 
method has yet been definitely adopted ; if, therefore, 
any one desires to use this plan, sample squares, illus- 
trating the different shading, should be marked on the 
drawing, with the names of the materials represented. 
(See Standard Sections, Fig. 87.) 

EXEEGISE 12. 

ft. Crosft-Bection and elevation of Fhenix colninn, Fig. 30; 

Scale: 1^ =1. 
b. Sectional front-view, and plan of the two brasses, Fig. 31. 

(Fig. 32 illustrates the perspective.) Scale : 3^. 

Speciai, Instructions: The Phenix column is 
built up of a number of flanged strips, fastened together 
by bolts or rivets. For the sake of simplicity, these 
fastenings are merely suggested in the drawing, as well as 
the holes through which they pass. The cross-section 
alone suffices in this case, if properly marked. The 
vertical view should be drawn by the student, because it 
presents the problem of correctly placing the vertical 
lines. 

Large surfaces need not be covered entirely with sec- 
tion-lines, while small ones may be filled in in black. 
This is illustrated in the drawings of the bushings, where 
the narrow black spaces represent sections of the white 
metal used. Water colors, instead of section-lines, are 
sometimes used to cover a cut surface with a tint, definite 
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colors being employed to distinguish the materials. This 
method is, of course, not applicable if the drawings are 
to be reproduced photographically, as, for instance, in 
blue-printing. 

Attention is called to the line CD in the elevation ; 
being made up of alternate one long dash and two short 
dashes, it indicates a plane of section. The view next to 




it does not show any section -lines, because no metal is 
cut by the plane CD, which passes between the two parts 
or brasses. 

In the elevation only one brass is sectioned, since the 
object is symmetrical, and the other half would simply be 
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a repetition. The lines AOB show that one-half of the 
right-hand brass is cut away. The front -elevation is 
thus a combined outside and sectional view. 




Figs. 30 and 31 are partly shaded to help the student 
to imagine these objects. The principles involved are 

explained in the following pages. 



SHADING. 
EXERCISE 13. 
Copy the Figs. 33-36. Full size. 

Speciai. Ikstructions : Some of the outlines are 
drawn lieavier than the others, so as to give an appear- 
ance of solidity. The conventional rule prescribes the 



"shading" of the lower and the right-hand edges of all 
solid portions, supposed to project from the paper. It 
follows, therefore, that the outlines of holes and depres- 
sions are shaded along the upper and the left-hand edges. 
The draughtsman finds it most convenient to have the 
light fall on his work from over his left shoulder ; hence 
the drawing also is supposed to be viewed in the same 
light. Thus shadows will be formed to the right and 
below each projecting part. 
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In Figs. 33 and 35, a section is not necessary because 
the shading of the plan shows that the openings are not 
plugged or filled. The lines separating adjoining pieces 
are not shaded if the surfaces are ** flush ** or continuous, 
because then no shadows can be cast by them. There- 
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fore, if the inner square, Fig. 33, or the inner circles, 
^^S' 35' were not shaded, we should conclude that the 
holes were filled. 

The thickness of the shade-lines should be about 
double that of the light lines.* In shading circles, first 
draw the entire circle with the pen-compass, obtaining a 



* The thickness added for the purpose of shading is usually placed to the 
right and below the unshaded line. 



SHADING. 



37 



single thickness all around ; then, without changing the 
radius, shift the pin-point down and to the right of the 
real center by a distance equal to the thickness of the 
line, and draw over the half of the circle to be shaded. 
The thickest part will then be to the southeast (or north- 
west in the case of holes) of the center, while the shading 
will terminate at the northeast and southwest points. 








Fig. 36. 



Fig. 36. 



It is customary to shade the right-hand edge of the 
cylinder, although the correctness of this can be disputed; 
similarly the shading of the entire line representing the 
base of the cylinder, in the elevation, can be criticised. 
As with all conventional methods, the draughtsman 
should be allowed some license, especially if, as in this 
case, he improves a drawing which, if constructed in 
accordance with the strict rules of shades and shadows, 
would appear strange. 

The fillet-curves or quadrants in Fig. 36 should be 
considered portions of circles bounding holes ; the left- 



38 



MECHANICAL DRAWING. 



hand one will, therefore, remain light, while the one on 
the other side is partially shaded. Do not forget to draw 
these curves before drawing the straight lines tangent to 
them. 

EXERCISE 14. 

Eye-bar shown in Fig. 37. Full size. (Exercise 15 may 
go on the same plate.) 

Speciai. Instructions : The shading of the surfaces 
is sometimes resorted to for the purpose of emphasizing 
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certain features. This shading should never be done 
free-hand. The lines are drawn parallel to each other, 
and to the elements of the surface ; they increase in thick- 
ness and proximity towards a point corresponding to the 
southeast portion with respect to the center or axis. The 
curvature of the fillets is also similarly represented. At 
the left end, a partial section is taken and the semi- 
cylindrical hollow is shown shaded, the darkest portion 
being at the left-hand edge. 
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The irregular line representing the fracttire is drawn 
free-hand, with a writing pen, and indicates that the 
section is only partial, since it is unnecessary to extend 
the sectioning across the entire bar. 

BXEECBE 18. 
F^B. 39 and 40 iUmtrate two forms of rivets, shoving a 
section of the plates riveted. Draw these figures with the 
whsijing as shown. The perspective sketches, Figs. 41 and 
42, will help the student to understand the mechanical 
drawing. _ 




SpBcial Instructions : Similar eflfects may be pro- 
duced in various ways : thus the plan of Fig. 39 may be 
shaded by means of straight lines, in a manner similar to 
the shading of the head in the elevation. The lightest 
portion should always be that turned towards the imagi- 
nary source of light, above and behind the left shoulder 
of the observer: i- e-, in front of the upper, left-hand 
comer of the sheet. 
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In shading the elevation of a cone, Fig. 40, the slant- 
ing lines are best drawn not convergent to the apex, so as 
to avoid a blotch near that point. 

The section is taken through the central axis of the 
hole, and the uncut rivet is supposed to be placed into 
position. This is the almost universal practice in repre- 





FlG. 41. b'lO. 42. 

senting cylindrical pieces fitting into corresponding 
cavities : the cylindrical piece itself is supposed to remain 
uncut by the section-plane. 

Make the drawings twice the size of Figs. 39 and 40. 

EXEECISE 16. 

a. Two views of the journal, Fig. 43, shaded ; full size. 

b. Two views of the handle, Fig. 44, shaded ; fall size. 

Speciai, Instructions : The shading that the student 
is asked to do in this exercise would rarely be applied in 
practice. Patent-ofl&ce drawings, and drawings for books, 
trade-catalogues, and advertisements, however, require a 
certain skill in mechanical shading that should be 
acquired by every draughtsman. 

In the journal. Fig. 43, the curved shading-lines in 
the fillets run into the straight lines on the cylindrical 
parts ; from a circular quadrant at the edges, these curves 
should change into parts of ellipses, gradually increasing 
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in eccentricity until they become straight lines on the 
center line. They may, however, be drawn as arcs of 
circles with increasing radii, the centers of these arcs 
being on the perpendicular line through the center of the 
quadrant at the edge. 



Fig. 44 is somewhat difficult to shade, owing to the 
irregular curved outline. In this case, the shading can be 
done more effectively if it is first pencilled free-hand ; 




"sweeps " are then fitted as nearly as possible for inking. 
These sweeps are made of rubber or box-wood, and can 
be obtained in an almost endless variety of forms. Fig. 
45 shows a number of these sweeps, as illustrated in trade- 
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catalogues. They are used like an ordinary straight- 
edge to guide the ruling-pen in drawing a curve that can- 
not be traced with the compass. 

Attention is called to the free-hand curve representing 
the broken ends of the shaft, Fig. 43. 




, 17. 

a. Two TiewE of the key, Fig. 46, Bhaded. Full size. 

b. " " " pin, Kg. 47, " " " 

c. " " " bracket. Fig. 48. Scale, y%. Shade. 

d. *' " " cylinder-head, Fig. 49, shaded. Scale, Va, 
Special Instructions : The following conventional 

rules are usually observed : 

Parallel equl-distant lines of the same thickness indi- 
cate a flat surface, facing the observer. Straight (Figs. 
46 and 48) or circular ( Fig. 49) lines may be used, depend- 
ing on the outline. 

A surface in the light appears darker the further it is 
removed from the eye. This is also illustrated in Figs. 
46, 48 and 49, where the shading lines are drawn further 
apart or finer on the nearer surfaces. 



A surface inclined to the light, but still receiving 
light, is drawn darker as the inclination of the rays 

-r-T 
IJ 



il 



decreases ; the high light is placed where these rays are 
perpendicular to the surface. (See shading of cylinders 
and sphere, Fig. 47.) 



A surface in the shade, i. e., turned away from the 
light, is shaded lighter as it recedes from the eye. (See 
shading of cylinders and sphere in Fig. 47 and others.) 



44 MECHANICAL DRAWING. 

A shadow is rarely shown in a mechanical drawing, 
as it tends to obscure the details of the work. If used at 
all, it should be the darkest part of the drawing. 

Additional streaks of light are sometimes introduced 
in the shaded parts, to represent reflections from the sur- 
face, if it is polished. These additional high lights are 
very effective, especially in the shading of polished disks, 
as in Fig. 49. 

Attention is called to the dimension 2'-^," marked in 
Fig- 49 ) ^s the mechanic uses the two-feet rule, all 



dimensions above 24" should be marked in feet and 
inches. 

The shading of the globular part, Fig. 47 , is obtained 
by means of concentric circles around the high-light point 
as center. This point may be found by means of a rigid 
geometrical construction ; it will, however, suffice to 
place it approximately as follows ; In the circle repre- 
senting the front-view of the sphere draw a diameter, 
making an angle of 45° with the vertical center-line ; '■he 
high-light point, or point at which the light strikes the 
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surface of the globe at right angles, will be found on that 
line, at a distance of a little more than % of the diameter 
(more exactly %4) from the upper, left-hand end of the 
diameter drawn. 

A study of illustrations in catalogues and mechanical 
journals, together with close observations on the effects of 
light and shade in reality, will teach the student a great 
deal more than lectures on the subject. Considerable 
practice will of course be needed to attain special dex- 
terity. The student is advised to practice shading on 
the exercises preceding Number 13; Fig. 31 is thus 
shown shaded in part. 



46 MECHANICAL DRAWING. 



LETTERING* 

Lettering and figuring are by no means unimportant 
parts of a drawing ; many a careful work is spoiled by 
carelessness in this respect. A little practice and a few 
precautions will enable the student to become fairly pro- 
ficient in free-hand lettering. Certain styles of ruled 
letters are used for the main titles, while fi*ee-hand print- 
ing and figuring is adopted for minor inscriptions. 

EXEBCISE 18. 

Buled letters illustrated in lines 1-5 inclusive, Fig 50. 
Complete the various alphabets indicated. 

Special Instructions : In every case, draw two or 
three parallel lines in pencil, for the proper lining up of 
the letters ; the letters themselves are also drawn in pencil 
before being inked in ; the pencil guide-lines should, of 
course, be erased after the letters are inked in. 

The first two lines show an alphabet that may be con- 
structed almost exclusively with T-square and triangles, 
using perpendiculars. The ratio of the height to the 
width may be varied, and different effects will be pro- 
duced. In a like manner, slanting of the letters, either 
forward or backward, may be preferred in some cases. 
The objection to this style is the identity of A and R, D 
and O, U and V. 
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By introducing short oblique lines, 45"^, to cut off the 
corners, the type shown in the fourth line may be obtained ; 



'RBCDEGKNqRBXYZ 

•ahCBdknpKLULU l234EibD- 






/IBGR 



ABCSRDO aboQm,i239B 



BE.U.^.P O (23456789 



'ABCDEGHUKOabckp 
'abc(fo/'6/}(Jklm()/}rHlx 

rabcdfjikvsui/ j93CLM'8c 



Fig. bo. 



this may be still further modified by substituting quad- 
rants of circles for the 45° lines. Similar alphabets, broad 
or high, vertical or oblique, are easily developed. 
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By substituting double lines for the single lines shown 
in the previous alphabets, the letters may be made to 
appear in relief, as if they were carved out. Shading the 
outline as in an ordinary mechanical drawing (see Exer- 
cise 13) will enhance the effect. Diflferent examples are 
given in line five of the figure. 

Line three illustrates the introduction of short bars at 
the ends of long lines. By shading only the horizontal 
lines, good effects may be produced. The use of compli- 
cated, shaded letters is questionable. They require con- 
siderable time and labor, and very often prove too 
ornamental for an ordinary mechanical drawing. The 
styles described above can be made suflSciently impressive 
and appropriate for any mechanical drawing. If the 
student likes the work, he may try his hand at the other 
types illustrated in the figure. 

EXEECISE 19. 
Free-hand lettering illustrated in lines 6, 7, 8 and 9. 

Special Instructions : The draughtsman should 
not forget to rule his guide-lines. The work can be inked 
at once, a writing pen with a fine point being used. If 
the letters are shaded, the hair lines may be omitted 
altogether, since the eye can supply them very readily 
and with good effect. The inclined style seems to be 
more convenient. Simple ornaments may be added, if 
they do not appear too laborious and heavy. 

The French '* round writing ** is extremely useful, on 
account of the rapidity with which it can be produced, as 
well as on account of its clear-cut, legible appearance. 
Special stub-pens are used ; special copy-books for prac- 
tice are the best means for attaining a proficiency in this 
work. (Fig. 51.) 
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EXEEGISE 20. 

Letter the plates containing exercises 1-17. Mark the 
name of the object, the date, the name of the draughtsman, 
the scale of the drawing, and other particulars that were 
not introduced before. 

SpKCIaIv Instructions : Rule the pencil guide-lines 
in every case ! Avoid making the lettering too promi- 
nent ; your name, especially, should be marked in a 



"S^ound ^xA^hvcj/ 





Fig. 51. 



modest manner. The position for the principal lettering 
will depend on the open spaces left by the general 
arrangement of the drawings. Do not underscore any 
words ! The space between letters of the same word may 
eqUal the width of the letter D, while the space between 
words may be double that width. In order to place 
lettering symmetrically, start with the middle letter of 
the inscription, and work in both directions.* 

* For an excellent and easy method of lettering see " Letterin? for Draughts- 
men, Engineers, and Students,*' by Chas. W. Reinhart. (D. Van Nostrand Co.) 
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SCREWS. 



The screw-thread cut on a bolt cavises it to move in 
the direction of its axis, as it is turned around the axis, 
the part into which it fits being called the nut. If, on 
the contrary, the bolt remains stationary, the turning of 
the nut will cause the same to move along the bolt. 



If we place a finger on any point of the thread and 
follow the ridge around, we find that as we pass around 
the axis, we also move lengthwise along the bolt. A 
section of the bolt (Fig. 52) through the axis, shows the 
thread to be almost triangular. The sides of the triangle 
being inclined 60° to each other. The grooves between 
the threads are also triangular. The apex of the triangle, 
if followed around the bolt, will be seen to correspond to 
the ridge of the thread, while the bottom of the groove 
forms a similar curve (helix) around the axis. 
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As we take a front view of the screw, we observe the 
ridge and bottom lines as curves, sloping upward on the 
bolt, disappearing at the right, and re-appearing at the 
left. In moving along the ridge from the left-hand 
extremity of one of these visible portions to the right- 
hand end, the displacement parallel to the axis will be 
^ual to that which takes place on shifting along the 
back or hidden portion from right to left. 

If, therefore, we lay ofiF distances on the extreme left 
edge, equal to the axial travel for each complete turn, we 
shall obtain the positions of the ridge-points at the left. 




FiQ. 5S. 

This distance is called the pitch of the screw. (Fig. 53, 
A-B.) Now draw perpendiculars across the axis, through 
two consecutive ridge-points, A and B ; the thread will 
then bring the ridge on the right half-way between these 
two lines, to point D. 

Instead of drawing the sinusoidal curve from ridge- 
point on the left to the one just found on the right, it is 
usually sufl&cient in practice to draw straight sloping lines, 
the difference being hardly discernible. The other ridge- 
lines are then simply drawn through the left-hand points, 
parallel to this first line, BD. The bottom of the thread 
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is represented by similar straight lines ; the bottom points 
are found by constructing the section -triangle, sloping the 
two sides from the ridge-points. The upper portion of 
Fig. 53 shows a thread drawn in this manner. 

The simplest conventional method of representing 
screw threads is shown in the lower portion of Fig. 53. 
First draw the two parallel lines at a distance apart equal 
to the diameter of the screw. This given diameter refers 
to outside extreme- measurements. Next find from tables 
the standard number of threads per inch corresponding to 
that diameter ; the pitch will equal the fraction of an inch 
obtained by dividing one inch by the number of threads 

per inch. Lay oflf this pitch ( = -r — ^3 ^-i 

^ \ JiO' threads per in./ 

along the left-hand line. Through a point, C, half-way 
between any two consecutive points, A and B, draw a 
pencil -line across and mark its intersection, D, with the 
right-hand line. The line BD gives the proper slope for 
the ridge. On AB as base, construct the triangle AEB, 
sloping AE and BE 30° up and 30° down, respectively, 
getting the point E.* A pencil-line through E, parallel 
to the axis, gives the limiting line of the bottom of the 
thread on the left, while a line equally distant from the 
center-line will give the same depth on the right. Mark 
points similar to E, as F, etc. 

Set your triangle so that one edge is on the line BD, 
and place a straight-edge touching one of the other sides 
of the triangle ! Sliding this triangle along the straight- 
edge, we are able to draw at once, in ink, parallel sloping 
lines limited by the outer and inner bounding lines of the 
screw, the ridges passing through points similar to A and 
B, while the bottom lines correspond to points like E. 



* Use the 80** and 60** triangle with the T-square. 
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Ink in the extreme lines, parallel to the axis, and erase 
all pencil marks ! The lower part of Fig. 53 shows the 
finished appearance of this thread. There is a difference 
of opinion as to the shading of the thread-lines, some 
draughtsmen drawing the long lines heavier, and others, 
the short lines. The majority in practice seem to favor 
the latter method, shading the bottom-lines. 

Notice that the right-hand extremities of the shorter 
lines are placed exactly opposite the left-hand ends of 
the longer lines. This brings the shorter lines below the 
proper position, half-way between the long ridge-lines. 
This inaccuracy need not be considered in practice ; 
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indeed, the bottom lines are usually gauged by the eye, 
without measurement, and are drawn as near the middle 
as possible. 

If the diameter of the drawing of the screw warrants 
it, the limiting straight lines are replaced by a serrated 
outline, as shown in the upper portion of Fig. 53. In 
small drawings, on the other hand, the sloping lines may 
be omitted, the zig-zag being sketched in free-hand with 
an ordinary writing pen ; again, some draw the outer and 
inner lines only, without the sloping lines across ; shading 
may be used to enhance the effect. (Fig. 54.) In very 
small screws it may be sufficient to draw the outer lines 
and the long sloping lines, thus disregarding the bottom 
of the thread altogether. 
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"Right-handed" threads are easily distinguished 
from "left-handed" ones. In the latter case, if the 
front-view is placed with the axis vertical, then the 
thiead-lines will slope op towards the left instead of the 
right. (Fig. 55.) The other part of this figure shows 
what is called a double thread ; there are two separate 



ridge-lines and bottom lines, the ends of successive visible 
portions being exactly opposite to each other, as A and 
B ; the pitch wiU equal the axial distance between alter- 
nate threads. 

If a right-handed screw be turned around its axis in 
the direction of motion of the bands of a clock, it will 
move into the nut ; to produce a similar effect with a 
left-handed screw, the rotation must be " counter-clock- 
wise " instead of " clock-wise. " 

EXERCISE 21. 

Two views of a 2" bolt, round bead and hex^onal nut ; 
staiLdard size. Also add side-view of nut, and section of sat, 
showing interior ; also views of a square nut, fitting the 2" 
bolt Foil size. 

Special Instructions: Fig. 56 shows a bolt similar 
to the one required. The thread is not represented as it 
passes through the nut ; neither is it shown in the portion 
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of the screw extending beyond the nut. The majority of 
draughtsmen are opposed to dotting hidden threads ; 
hence these lines are usually omitted ; or, again, in some 
special cases they are draw in full as if they were visible. 
A dotted thread would certainly tend to confuse the 
drawing without being of any use in explaining the con- 
struction of the work. For similar reasons the end stick- 
ing out beyond the nut need not be shown as a thread, 
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since the fact that a screw-bolt is intended is sufficiently 
indicated by the rest of the design. 

In the sectional view of the nut, the thread lines that 
appear correspond to the back of the screw, and, there- 
fore, they slope in the opposite direction as compared with 
the slope of the lines in the screw itself. The * * cham- 
fering ' * of the nut is produced by turning off the sharp 
edges of the prism ; the chamfer-lines, thus produced, 
are usually arcs of a circle. The side-surfaces of the nut 
are fore-shortened in the view and hence the circular 
chamfer-lines do not appear as circular arcs, but as por- 
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tions of ellipses ; a sufl&ciently accurate representation is, 
however, obtained by making them circular. All these 
chamfer-arcs are tangent to the top-line and are, of 
course, equal in height, their ends being on the same 
level. The method of constructing the views of the 
chamfered hexagonal nut are indicated in the figure. In 
the front-elevation three faces are shown, while only two 
appear in the side-view ; since the extreme lines in the 
latter view correspond to faces of the prismatic nut, the 
chamfer-lines of these faces are seen as straight lines, 
extending to the top-line, just as in the other view. The 
size of the wrench-opening required is indicated by the 
width across the flats, shown in the side-elevation. This 
distance is, of course, less than the distance across the 
angles of the hexagon. The radii indicated in the figure 
are not to be inked in. The point A is the center of the 
middle arc ; the radius being equal to the depth of the 
nut. The centers B, B, are found by passing an arc of a 
circle through the points C, and tangent to the line D, E. 
The centers F, F, in the side view are determined in a 
similar manner. 

The length of bolts is always taken as the distance 
under the head to the point. The diagonals H, H, are 
used in a conventional way to denote that the bolt is 
square in section at that portion ; this is to prevent rota- 
tion when the nut is tightened. 

The square nut is also chamfered, and the chamfer- 
lines are arcs of circles. Here, also, the side-lines should 
extend to the top, on account of the chamfer cut on the 
side-face. If the nut were represented with edge towards 
the observer, two faces would appear fore-shortened. On 
account of the confusion that might arise if only two 
views of the nut are given, it is customary to show three 
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feces of the hexagonal nut in the elevation, and only one 
of the square nut ; in any case, a closer inspection of the 
views showing two faces brings out the distinction 
between the two forms of nuts. (Fig. 57.) 

As explained in a previous exercise, it is better to 
construct the plan first. The circle tangent to the out- 
line of the nut corresponds to the circle produced by the 
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chamfer. Some draughtsmen insist on dotting in the 
smaller circle inside of the outer circle of the bolt, to 
represent the bottom of the thread in the plan ; this 
refinement is hardly necessary. 

By reference to tables furnished in any trade-catalogue, 
we find that a 2" bolt has 4>^ threads per inch. The 
dimensions of the head and nuts will vary for different 
makes ; a good average value will be 3%'' diameter and 
i%6'' depth for the head, 3%'' diameter and i^^e'^ depth 
for the hexagonal nut, and ^'^V^aI' diameter and i^^/x^" 
depth for the square nut. The diameter is taken ' ' across 



corners. 
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EXEECBE 22. 

Oil-cup and cover, shown in perspective, Fig. 6B ; detailed 
views ; fnU size. (Same jdate as Ex. 33.) 

Special Instructions : In deciding as to tlie %'iews 
that are required, we notice that an axial section is neces- 
sary to show the interior. The knurling of the rim of 



the cap may be shown in an outside-view, or else the 
word "knurled " may be printed on the drawing. The 
plan should show that the body of the cup is cylindrical, 
and should also give some information concerning the 
small tube inside. 

We therefore advise the following views : Sectional 
front-view ; top-view with the greater portion of the cap 
supposed to be removed ; and side-view of the cap only. 

The thread is of the same character as on the bolt, 
and is represented in the same way. The pitch depends 
on the diameter and is also found in the tables, owing to 
the fact that standard taps and dies are used to prepare 
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the hole and the thread respectively. A taper is usually 
given to the screwed nipple ; but it is doubtful whether 
this fact is of sufficient importance to warrant its being 
shown in the drawing. 

The cap should not be screwed down tightly ; some 
thread should appear on the box below the cap, and some 
on the part of the cover beyond the box. The knurling 
need not be drawn with great precision ; lines crossing 
each other as indicated in the figure will convey this 
information. 

The student is reminded that he must change the 
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EXERCISE 83.* 
Square-threaded screw, used in tallstock of a lathe ; show 
hand-wheel and a portion of the stock. Fig. 5d. Scale : Vi. 

Special Instructions; A section of a square-thread 
screw is shown in Fig. 6o, It will be noticed that the 
hollows are taken the same in size as the projections, or, 
in other words, the sides of the squares are equal to one- 
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half the pitch ; for a single-thread screw the hollows on 
one side (B) are, therefore, exactly opposite the projec- 
tions (A) on the other. 

The sloping lines are drawn straight, their real curva- 
ture being disregarded. If the screw is small, the bottom- 
lines need not be shown, and if very small, the threads 
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are marked only on the right half of the screw. Fig. 6r 
shows the different ways of drawing the square thread. 

This screw is used chiefly for transmitting motion. In 
the present example it is made left-handed, so that right- 
handed turning of the hand-wheel should force the loose 
** center *' outward. 
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Other forms of threads are sometimes employed, but 
they are of lictle importance; any one able to draw the 
triangular thread and the square thread will find no diflS- 
culty in making representations of any other form, such 
as the trapezoidal, the buttress, and the knuckle threads. 

Attention is called to the sectional view of the hand- 
wheel. The cutting plane is always supposed to cut the 
rim and the hub only, not the arms. 
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EXEBCISX 24. 

lUlief-valYe for Bteam-cylinder. Fig. 62. Ihe valve-plng 
proper is held against the seat by the tension of a coiled 
spring ; this tension may be increased or otherwise adjusted 
by means of a hand-screw pressing against the other end of 
the spring. Scale : ^, A longitudinal secticm and an oatside 
elevation will show everything ; hence the plan is not req^nired. 
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Sphcial Instructions: The coiled spring is not 
drawn by means of curved sloping lines, but, as in the 
screw-thread, straight lines are used. The spring really 
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forms a thread, which is, however, not wound on a 
cylinder ; hence a portion of the back is visible between 
the front parts of the thread. The cross-sections of the 
convolutions of the coil must be placed like the ridges in 
the screw; i. e., those on one side opposite thespaceson 
the other side. The pitch will depend on the distance 
allowed for the spring. 

The curves of the contour may be struck with the 
compasses as tangent circular arcs ; as the special outline 
is of no great importance, the centers of these arcs need 



not be marked. The hole cut into the side for the escape 
of the steam shows in the profile-view as two lines set 
back towards the axis. The reason for this is apparent. 
To get the amount of this recession accurately would 
require the view given in Fig. 63, at the lower left-hand 
comer. 

The valve-plug itself is not sectioned, in accordance 
with a law stated previously. 

The " studs " called for in the drawing are not repre- 
sented, and need not be shown, since a mistake is not 
possible. Fig. 64 illustrates a "stud" or "standing- 
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bolt.'* This is a bolt without a head, threaded at both 
ends, and screwed into one of the pieces to be connected. 
Properly speaking, in this lower portion, in which the 
bolt ''stands,*' the thread should ''bottom," /. <?., the 
thread should not extend beyond the limits of the tapped 
hole. The plate that is bound down and held by the nut 
is drilled, but not tapped, a fact shown in the figure by 
the straight lines outside of the zig-zag lines. 
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COG-WHEELS* 

EXEEGISE 25. 

Eepresent to scale and in a conventional manner, a 10" 
wheel gearing with a 5" wheel, the diametral pitch being 7. 

Special Instructions: The lo'' and 5'' refer to the 
diameters of the ** pitch ** circles. These are imaginary 
circles tangent to each other. The teeth or cogs project 
beyond the pitch-circle by a distance called the addendum; 
the dedendum is the working depth of the teeth, inside 
of the pitch-circle; the clearance is the remaining depth 
to the base of the cogs. The total depth, measured 
radially, is thus seen to be equal to the sum of the adden- 
dum, dedendum, and clearance. 

The term diametral pitch denotes the number of teeth 
for each inch of diameter. Thus, in this case, the 10'' 
wheel has 7x10=70 teeth, while the 5'' wheel has 7x5 = 
35 teeth. In order that two wheels should gear, they 
must have the same pitch, because then the distances 
from the middle of one tooth to the middle of the next 
one, measured along the pitch circles, will be equal in the 
two wheels. This distance is called the circular pitch, 
and is evidently the circumference of the pitch-circle 
divided by the number of teeth. The circumference is 
equal to ;r*times the diameter, while the number of teeth 
equals the diametral pitch times the diameter; therefore 
the circular pitch is found by dividing n by the diametral 
pitch, since the diameter is cancelled by the division. 

*n = 3.1416. 
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The addenda and dedenda are usually equal in the two 
wheels to the length of diameter per tooth; i. e., to the 
diameter dividedby the number of teeth, or what amounts 
to the same thing, to one inch divided by the diametral 
pitch. The clearance prevents the teeth of each wheel 
from scraping the bottom of the space in the otherwheel. 

It varies in amount for different makes from ,. ' -^r-c 
diam pitch 

The profiles of the teeth are portions of cycloids or of 
involutes of circles; they may, however, be represented 
by means of arcs of circles. 

The space between the teeth is also made a little wider 
at the pitch-circle than the cogs themselves, by an amount 
called " backlash." 

Fig. 65 illustrates the different portions of the cogs, 
and gives their names. 



In OUT drawing we shall make the addendum and 

dedendumeach y-i" , the clearance %6". and the tooth and 
space equal; the profiles can be drawn as circular arcs 
with a constant radius. 
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Place the centers A and B, Fig. 66, (lo" + 5") -t- 2 = 
7%" apart, measured to scale; the two dotted pitch-circles 
are tangent to each other at the point C on the center- 
line AB. The circumference of the pitch-circle A is to 
be divided into 70 parts, each of which is to be further 
subdivided into two. By trial, step off the circumference 
with the dividers into 10 parts at first, and then subdivide 
one of these parts into 7 . Lay off a few of these in both 
directions from C. The other wheel has the same circu- 



lar pitch; but, since it has a shorter radius and therefore 
greater curvature, the distance between the points of the 
dividers should be a trifle less. As only a few teeth need 
be shown on each wheel, this correction may be dis- 
regarded. 

Fig. 67 shows on a larger scale a good method of 
drawing the profiles of the cogs. Lay off CD equal to the 
addendum Vj" and EC equal to the depth remaining, %^"; 
the circles through D and E, from center A, are drawn 
in pencil, giving respectively the point-circle and the 
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root-circle, limiting the teeth. Lay off from C the distances 
CF = FG = GH etc., equal to the circular pitch, which is 
Vjo of the circumference in the given case. Place the 
point K at a distance from G equal to V4, GH, the circular 



pitch. Set the bowpen for the radius = CK = 2^ times 
the pitch, and, with the center successively at F, G, H, 
etc., strike off the arcs as shown. The points and the 
roots or bottoms of the spaces are then inked in from the 
center, A, of the wheel. In drawing the cogs on the other 
wheel, use the same radius for the profile.* 

Fig. 66 shows the complete drawing. Where the 
teeth are not represented, the blank wheel-disks, showing 
!he dotted addendum or point -circle, give the necessary 
information in a conventional way. 

The edge-view of the wheels show transverse lines 
that might be spaced accurately if the cogs were drawn 
all around the wheels. Nothing would be gained by 
such unnecessary accuracy, since only the thickness of 
the wheel is determined from that view. Approximate 
lining may be done as follows: Draw two transverse lines 
in the middle of the view and at a distance apart equal to 
the width of the tooth at the point; pairs of lines are then 

* The ntdius chosen for the profllea will 
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drawn on each side of the middle pair to correspond to 
the teeth next on each side, the distances showing the 
pitch. As we proceed further away from the middle, 
both the distances between the point-lines and the spaces 
between teeth decrease constantly, the latter being, how- 
ever, always greater than the others next to themr At 
the extremes, furthest away from the middle, they are 
shown quite close, but still distinct. The lines that cor- 
respond to the base of the teeth are not shown, as they 
would tend to confuse the drawing without adding any 
new information. A good effect is produced by drawing 
the right-hand edges heavier, as shown in Fig. 66. 

Fig. 68 gives another conventional way of repre- 
senting gears. This is readily understood without any 
further explanation. 
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Fig. 68. 



EXERCISE 26. 

Eack and Pinion. Diametral pitch = 6 ; 15 teeth on tJie 
pinion ; full size. (Same plate as Ex. 27.) 

Spkciai^ Instructions : The rack is simply a por- 
tion of a cog-wheel whose diameter is infinitely great. 
The pitch-circle of the pinion is tangent to the straight 
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pitch-line of the rack. The distance measured on the 
pitch-line of the rack from center to center of consecutive 
spaces (or cogs) must be the same as the circular pitch on 
the pinion. This latter is equal to 3.1416'' divided by 6, 
the diametral pitch, or .5236''; hence this distance must 
be laid off on the pitch-line of the rack. 

The pitch-diameter of the pinion must be ^%''=2%''; 
the addendum = %''; the outside diameter = 2%'' -|- %''= 
2%''; the whole depth of the tooth = % + -^^Ve = .3595''- 
The other dimensions are taken from stock-sizes of gear- 
wheels. (Fig. 69.) 
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Fig. 69. 



The circumference of the pitch-circle is 2. 5 ''X3. 1416 = 
7.854''. The rack is 8%'' long, so that the pinion may make 
one complete revolution in shifting the rack each way. 

Strike off the profiles with circular arcs as before ! 
The two views required are : the front- view, showing the 
gears meshing, and a sectional side-view (or top-view), 
giving the form of the body of the pinion. Since the 
number of teeth is odd, the section must pass through 
one tooth; this fact is, however, not usually represented, 
and the section is shown as if the cutting plane passed 
through the middle of a space. 
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EXERCISE 27.* 

Worm and worm-wheel. Single thread, right-handed; 
lead=.314"; diameter of the worm = 2"; number of teeth=55. 
Full Size. 

Spkciai, Instructions: Each revolution of the screw 
or worm moves the pinion or wheel forward one cog, if 
there is only one thread ; this advance is called the lead. 
It follows, therefore, that the pitch of the pinion must be 
equal to the lead of the worm, and the diametral pitch 
will equal ^•^^'y.314'' = 10. Since there are 55 cogs on 
the wheel, great reduction of speed is obtained. 

The diameter of the pitch-circle of the pinion =5%o''= 
SV2^^; addendum = Vw^'; pitch-diameter of the worm = 
2'' — .2''' = 1.8''; therefore the distance between the 
axis of the worm and the axis of the wheel must be 

— — + — — =3.65''', because the two pitch-circles must 

be tangent to each other in the middle section. The 
diameter of the wheel at the "throat '* is 5.5'' + .2'' = 
5.7'^ and the whole depth of the cogs = ^-'^^Vio^^ = .2157''. 

The * * face * * of the wheel is made % of the diameter 
of the worm, or 1%'' in this case. The other propor- 
tions may be taken from Fig. 70. 

Fig. 7 1 is a perspective sketch of a worm-gear. 

Since the exterior view of the cogs of the pinion and 
of the convolutions of the worm is of little importance, 
it will be found more convenient to draw two sectional 
views : one passing through the axis of the wheel and 
perpendicular to the worm -axis, the other through the axis 
of the worm and perpendicular to the wheel -axis. The lat- 
ter view resembles the profile of the rack and pinion. The 



* Same plate as Exercise 26. 
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section of the worm-thread is usually bounded by straight 
lines, so that the worm is really a screw with a triangular or 
rather trapezoidal thread, in which the sides slope 15°. 
The other sectional view is drawn as if it passed through 
spaces and cut neither thread nor cog ; it shows the hol- 
lowed edge of the teeth, the width of the "face " and 
the particular form of the body and hub of the pinion. 
A little reflection will convince the student that the 



ordinary spur-wheel would have to be modified in order 
to gear with a worm ; thus the spaces and teeth can no 
longer run perpendicularly across the edge of the wheel, 
but must be curved and slanted at an angle, so as to hug 
the helical turns of the worm. 

In Fig. 70 only a portion of the gearing device is 
shown in section ; the rest, in outside view, is drawn in a 
r similar to that employed in representing screws 
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and ordinary cog-wheels. The fore-shortened sides (AB) 
of the sloping and hollowed teeth of the pinion appear 
about ^ of the lead in width.* Care should be taken to 



pass the median profile (CD) through the middle points 
of this width. 

The entire circular view need not be shown. 
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EXERCISE 28. 

Bevel and pinion gear; Bliafts at right angles to each 

other ; largest pitch-diameters, 8" and 4"; 2 pitch; fieep-lW 

Special Instructions : The cogs of bevel wheels 

(Fig. 72) are cut on cones instead of cylinders, as in the 

ordinary spur-wheel. The pitch-circles corresponded to 

-imaginary pitch -cylinders, that were in rolling contact 



with each other; these are now replaced by pitch-cones, 
in which the largest diameter is called the pitch -diameter. 
Fig. 73 shows the simplest conventional method of 
representation. The conical pitch -surfaces are shown in 
the two views, the " face " being the slant height of the 
frustums. The dotted prolongations of the extreme 
elements, AO, BO, and CO. indicate that O is the com- 
mon apex of the two pitch-cones. The pitch and the 
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diameters being marked, the number and proportions of 
the teeth are readily determined. 

The holes in the gears, as well as the special size of the 
hub and the form of the body (whether plain, webbed or 
armed), may be indicated in the figure. 

Figure 74 is somewhat more explicit than the previous 
illustration. The ** back-cones," ADB and AEC are 
merely suggested, the lines ED, BD, CE being perpen- 
dicular to AO, OB, OC, respectively. AOC and AOB 
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Fig. 73. 



are the pitch-cones. The addenda portions of the teeth 
are omitted, and the gears appear as if they were cut 
down to the pitch-cones. The radial lines in the circular 
view simply suggest the teeth in the crudest manner and 
are spaced approximately. Notice the shading of the 
right-hand and lower edges, in a manner similar to that 
shown in Fig. 66. 

Fig. 75 is more elaborate. The sectional view appeals 
most strongly to the practical man, since it shows all 
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construction details, and also the depth of the teeth, 
ab = cd. The cogs themselves are supposed to be uncut 

by the section plane. 

AB and AC are still the pitch -diameters; CEA and 
ADB the " back -cones "; Aa = Ad = addendum = V2"; 
ac = db = clearance = -'s^" = .0785". The heavy dash- 
lines FG and HI represent conventionally the broken 
edge-lines of the cogs in the background. 

The other view given in Fig. 75 affords excellent 




practice for spacing and drawing numerous short lines. 
The outlines of the' teeth maybe constructed as in the 
spur-wheels. All the " point -lines " and ''base-lines" 
being on cones whose common apex is at O, are drawn 
radially from O' as a center. The fore -shortened depth 
F'K' on the inner cone is easily obtained by viewing FK 
from the side, as indicated by the dashed lines shown in 
the figure. 

Two methods of fastening the wheels to shafts are 
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illustrated: the pinion is held by a "key" or wedge, 
while the gear is bound by a "set-screw." It should 
also be noticed that the shafts passing through the boles 
in the gears are not sectioned. 

Note on Gears in General : Ordinary spur-wheels 
transform rotation around one axis into rotation around 
another and parallel one. The axes of the bevel-gears 
intersect and are usually at right angles to each other; 



while the axes of the worm and its pinion do not inter- 
sect, but are also perpendicular to each other. 

The discussion of the relative velocities of the wheels 
and the design of the proper form of the cogs does not 
come within the province of this book. 

Gears, like bolts and screws, have been standardized 
so that a careful detail drawing is only required when new 
designs are introduced. Then the problem becomes a 
very difficult one, and presupposes for its solution a 
knowledge of the laws of kinematics. 
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READING OF DRAWINGS* 

The draughtsman should be able to understand a 
drawing; he must see the object in his mind's eye; he 
must trace out the lines corresponding to each other in 
the various views; he must appreciate all the dimensions 
as well as the forms. 

The following exercises are given as a substitute for 
reading and deciphering drawings. 



EXERCISE 29. 

Copy Fig. 76, showing main shaft of a steam-engine; 
scale : 1/8. Analyze and explain the constmction and form 
of the shaft. 

Speciai, Instructions : The cross-section is repre- 
sented in a break in the view shown; the shaft is circular 
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in section, and a rectangular groove, slot, or ** key- way *' 
is cut a distance of 3' 9''. The shaft is turned cylindrical 
to different diameters at the different portions as indicated. 
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The key-way at the left end is marked i%'^x%6". 
the latter dimension is evidently the depth of the slot. 

The diagonal lines shown near each end are used con- 
ventionally to indicate the place for the bearings or sup- 
ports of a shaft. The distance between the centers ot these 
journals (6' o'^) is marked because it is customary to 
measure between centers rather than between the ends of 
symmetrical parts. 

The length, 5' 11%'', is figured separately because it 
shows a portion of the shaft turned to the same diameter. 
It will be noticed that the dimension '' over all " is given; 
this is important since it suggests to the workman the 
entire length of the piece without obliging him to per- 
form the arithmetical calculation himself. The draughts- 
man must, of course, be careful in marking this *' over 
all" dimension, making sure that it tallies with the 
detailed figures. 

* * Press fit ' ' indicates the accuracy required in turning 
that portion. ** Machine steel," of course, gives the 
material to be used. " i off" means that only one such 
piece is required for a single machine. 

EXEEGISE 30. 

Figs. 77, 78, and 79 show the construction of a piston, 
piston-rod and packing-rings of a steam-engine. Draw an 
outside elevation of the piston and rod together ; also a sec- 
tional view on the plane marked ** A," perpendicular to the 
rod and along the face of one ring, not cutting the latter ! 

SpeciaIv Instructions : The views suggested are 
evidently practice-drawings only, and would not be used 
for a working drawing. In making them the student 
must understand the views shown. 
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The rod is easily seen to be round from the section 
placed between the imaginary breaks. The different 
lengths and diameters are also evident. The screw-thread 
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extends a distance of 3%" on a diameter ot i%", the pitch 
being marked because it is not standard for that diameter. 



The other end of the rod fits into the i%" hole through 
the piston, and should be turned to "press fit." 

The piston is, of course, cylindrical, 12" diameter and 
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5%" thick. The section shows that it is cast hollow, 
while the other view indicates three webs dividing the 
hollow, interior into three spaces. The part marked 
** 1%'' pipe plug ** is supposed to fill a hole left for core- 
prints in casting the piece; two other marks placed sim- 
ilarly with reference to the other hollows are for the same 
purpose. 

Two holes, y%' diameter and %'' deep, are bored into 
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the end of the piston on opposite sides of the center and 
4%'' away; as seen from the end-view, the parts where 
these holes are bored are made J;hicker for some distance 
around, no special dimensions being given. 

The hole for the rod is provided with a countersink; 
the part of the rod that fits into that hole is %'' longer 
than the thickness of the piston; this Vs'' is forced down 
to fill the countersink. 
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Two grooves, %'^ wide and %'' from each end, are cut 
into the piston to a depth of %''; the loV^' circle shows 
the bottom of these grooves. The metal behind these 
grooves is strengthened to an amount that can be judged 
from the drawing. 

The * ' packing rings ' ' are shown in the detail drawing 
(Fig. 79) better than by a section or by dotted lines. The 
outer 12%,'' circle and the inner ii^e''' circle are struck 
from centers %2' apart, the outer circle being placed con- 
centric with the piston in Fig. 78. The ring is thus 
%" at the thinnest part, and %g^ at the thickest. At 
the former a half-lap cut is made, extending a distance 
of %''. (As the rings are sprung into position in the 
grooves and are then forced into the 12'^ cylinder, the 
half-lap will close up a distance of about ^-i^ie^y^^rr ,785'', 
reducing the open circle diameter 12^4'^ to a diameter i2'0- 
Only one ring is represented, dotted in the circular view 
of Fig. 78, to avoid a confusion of lines; the other ring 
would be placed with the joint on the opposite side of 
the piston, so as to diminish the leakage of steam. 

* ' 2 off ' ' means that two of these rings are to be made 
from this detail sketch. Similar phrases are sometimes 
used to denote the same thing: thus, *'one of this," 
** one like this," ** one a set," are such instructions. 

Attention is called to the position in which the packing 
ring is placed so as to give a good view; in the section- 
view the joint of one ring is shown dotted, the other ring 
being cut off with the front portion of the piston. The 
section-plane passes through one of the webs, but the 
metal of the web is not represented in section, because 
such cross-hatching would obscure the view. 

The outside elevation is omitted, since nothing new 
would be shown by it. 
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EXERCISE 31. 

Fig. 80 gives outside and sectional views of a connecting 
rod. Make special detail views of the various parts, marking 
all dimensions ! 

Spkciai, Instructions : Figs. 81-86 give these 
details in parallel perspective; the student should not 
copy these views, but should show plan and elevations 
of all the parts. 

In order to understand the drawing let us consider 
one end at a time, beginning with the cross-head end 
(left). We notice, first, that there are several pieces held 
together; to take them apart we must first take out the 
so-called '* cotter" and *'gib" (Fig. 81). The taper 
marked applies to one side each of the cotter and the gib. 
Next we slip off the U-shaped ''strap" (Fig. 82) being 
careful, in our drawing, to place the holes for the cotter 
and gib at the proper distance from the ends. The box 
(Fig. 83) consists of two * * brasses, ' ' provided with flanges; 
the front view shows that they do not touch, the space 
being left for adjustment. 

The rod proper (Fig. 84) fits against the box and 
presses the same against the cross-head pin, when the 
wedges are tightened ; clearance spaces, left between 
the cotter and the strap, and also between the gib and 
the rod, are clearly indicated in the elevation; hence the 
hole through the rod should be carefully placed at the 
right distance from the end of the rod. 

The right-hand end fits over the crank-pin. The 
brasses on that . side (Fig. 85) are kept in position by a 
wedge (Fig. 86) pressing with its tapering side against 
an equally tapered surface in the box-end of the rod, 
while its other surface is forced against the left-hand side 
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of the brass. This wedge contains a tapped hole, into 
which screw the bolts used for tightening the device. 
The left-hand brass on this end should be studied. 



because it is designed so as to slip into the box-space in 
the rod ; hence the dimensions of the fiange on on*; side 



^S* 



are small enough to allow it to enter after the other brass 
4pd the crank-pin are in place; the wedge must also be 



placed against the brass before it is introduced into the 
box-space of the rod. If the two tap-bolts are now 
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passed through the holes in the rod and are screwed into 
the wedge, the latter is tightened and presses the brasses 
against the crank-pin. 

The rod itself (Fig. 84) is rectangular in section, the 





Fig. 84» 



larger dimension increasing from 2%'' at the left, grad- 
ually to 3%" at the right, the thickness remaining con- 
stant. The ends of the rod must correspond exactly to 
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the size of the strap, the brasses, and the wedge. The 
y2' screw hole in the side is for a set-screw to * * lock ' ' 
the cotter in any position, by pressing aeainst it. Places 




FiQ. 86. 



with * * pipe tap ' ' marked are intended for tbe reception of 
oil-cups. Attention is called to the form of the holes 
through which the tightening bolts pass in the crank-end 
of the rod; they are not circular, but are bounded by two 
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straight lines and two semicircles. This is necessary to 
allow for the adjustment required. 

The length of the rod, technically speaking, is the 
distance between the centers of the cross-head pin and 
crank-pin respectively; in the drawing this length is 
shown by the distance from the ceijter of the circle 
formed by the brasses at one end to the center of the 
circle at the other end. —. 

The original drawing shown (Fig— ^) is called the 
'* assembled, " ''general," or *' connected'.' view, while 
the drawings of the parts are designated ** details.*' 
** F all over'' means that all the surfa'cefe are to be 
machine-finished to the size marked. If only some of the 
surfaces are to be finished, then mark '' F^' or *' X " on 
them. (The *'X" mentioned is really a corruption of 
theletter ''f.") 
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In the following chapter, additional instructions are 
given without illustration in any given case ; the student 
will at this stage of his work be able to appreciate the few 
hints and regulations summarized below. 

Views : In choosing the views to be taken, give pref- 
erence to what may be called the natural positions, thus 
avoiding oblique and inverted views, and queer sections ! 
Draw only as many views as are necessary to represent all 
the particulars of form and size ! 

In a symmetrical drawing two views may be easily 
combined into one : half may be shown in section and 
half in outside view. The center-line (dash and dot) 
remains as the boundary line between the two paits, or 
else, an irregular line, sketched free-hand, may be intro- 
duced somewhat to one side of the center-line. Thus, the 
piston shown in Fig. 78 could be represented in that 
manner, half only being in section. 

Let your drawings be clean, clear and concise! If 
many particulars and dimensions are to be marked, it is 
better to make separate detail drawings than to attempt to 
crowd everything into a complicated general drawing. 

Parts of the same machine that are intended to be made 
in different departments of a shop are usually detailed on 
separate sheets. Thus, the cast iron work is shown sepa- 
rately for the pattern-maker, who makes his own allow- 
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ances for shrinkage and the like; the forge-sheet is designed 
for the blacksmith, and often the necessary additions are 
made by the draughtsman for fitting and finishing. Of 
course it is worth while to mark very distinctly any special 
instructions to the mechanic who is to work from the 
drawing. 

Dimensions : The dimensioning of a drawing is next 
in importance to the proper representation of the shape of 
the object ; considerable attention should therefore be 
paid to this branch of the work. 

1 . The figures should be plain and easily read at a 
glance ; they should not be too small or hidden in out 
of the way places. 

2. The best place for the dimensions is outside of the 
drawing proper. 

3. Place no dimensions on the center-lines, and none 
le lines of the drawing itself ! 

4. ^ark the chief dimensions in the general view ; 
repeat important dimensions in the different views ! 

5. Group the dimensions ! That is, place together 
dimensions pertaining to the same part ! 

6. The dimension ** over all '* should be marked con- 
spicuously 1 

7. If the distance required is not properly shown to 
scale in the drawing, and if it is decided that it is not 
worth while to change the whole design, you may mark 
the proper dimension as follows: **Make 5'^'* This 
means that the distance is to be 5'' irrespective of the 
size drawn. 

If the design is changed and certain dimensions are 
to be altered, it is best to cross over the old figures with- 
^^^^ out blurring them and to mark underneath the 
yf^jco' new and corrected dimensions. 
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8. In describing dimensions, take the following 
order : «, width ; b^ thickness ; r, length. 

Method : In drawing thick lines, hold the pen in the 
proper position and be especially careful to clean the out- 
side of the pen, if you wish to prevent blotting ! 

Where accurate construction is required, all shade- 
lines should be omitted. 

In no case should the draughtsman use the corners of 
the triangles or the ends of a scale, because they are sure 
to be worn off and hence inaccurate. 

It will be found extremely expeditious to perform in 
groups all operations that require the same setting of an 
instrument ; thus, a series of equal circles and arcs should 
be drawn together ; lines having the same thickness, 
lines running in parallel directions, curves of similar 
forms, figures and letters, should all be inked together, 
wherever possible. 

Colored Inks : Before blue-prints were introduced, 
it was customary to confine the use of black ink to the 
lines representing edges on the object itself, to the figures, 
the arrow-heads, and to the lettered instructions ; red ink 
was used for center-lines and dimension-lines and offset- 
lines ; blue ink also had a special function in some draw- 
ing rooms. If colored ink is used, the distinction between 
full, dashed, dotted and composite lines need not be 
observed so rigorously. 

Spkciai, Practice : It is impossible to g^ve any par- 
ticular instructions that are recognized in all drawing- 
rooms. Each factory is a law unto itself, and hence we 
find diversions of many kinds. Thus full lines, long 
dashes, very short dashes, dashes and dots are used indis- 
criminately for dimension-lines, offset-lines, center-lines, 
hidden lines ; different methods of representing material 
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by special sectioning are employed (vid. Fig. 87, rec- 
ommended to the Am. Soc. of Mech. Engineers, but 
not adopted) ; views are arranged contrary to the rules 
laid down in these pages ; special short-cuts and conven- 
tions are used. 

The intelligent draughtsman should have no difficulty 
in adapting himself to what is considered the best prac- 
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tice in his immediate surroundings. It is hardly worth 
while to temporize concerning these minor details, inas- 
much as unanimity of practice, no matter how desirable, 
will not be possible until all the technical schools and 
all the technical societies decide on some definite stand- 
ards. 

Lettering : Lettered instructions are often clearer 
than an elaboration of detail ; e. g. , the words ** knurl- 
ing "or * * tapped * ' are more explicit than the correct 
drawing. 
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The name of the whole machine, as well as that of the 
special part, should be marked on each sheet. The name 
or initials of the draughtsman and the date are likewise 
important. The date of any alteration made should also 
be recorded. 

Tracing : The drawing is to be inked on the tracing 
cloth or tracing paper ; and, therefore, the sketch on the 
ordinary paper need not be finished in ink. The smooth 
side of the cloth is preferable, but takes the ink badly 
unless rubbed with powdered chalk. 

The sensitive paper can to-day be bought so cheaply 
that it is not worth the draughtsman's while to prepare 
it himself. An exposure of from 5 to 15 minutes sufl&ces, 
and a good wash in clean water ** fixes *' the drawing. 
The blue-print usually distorts the proportions, since the 
paper contracts unequally. 

Additionai. Instruments : The instrument market 
is well supplied with a variety of instruments, some of 
which are extremely useful, while others are chiefly orna- 
mental. A reference to the trade catalogues will be 
found instructive. A few of the more important drawing 
tools are enumerated below : 

The Beam Compass is a straight rod to which are 
attached separate pin, pencil and pen points ; it is used for 
drawing circles of a radius too large to be spanned by the 
ordinary compass. Extension pieces fastened in the latter 
instrument to lengthen its span are a very awkward, 
heavy and inaccurate device. 

^h& proportional dividers are extremely useful to the 
copyist in enlarging or reducing drawings ; the draughts- 
man proper, however, has little use for them. 

Thit protractor can be replaced by a table of slopes and 
tangents. 
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The prick-point is excellent for very accurate work ; 
the points to be marked are pricked into the paper, and 
a small circle is pencilled around each to help to identify 
the point. 

The use of sponge-rubbers is advised for cleaning an 
inked drawing. 

The double triangle ^ the tetrangle (four-sided), are 
modifications of the ordinary triangles, and have the ad- 
vantage of giving a greater variety of inclinations and 
angles. 

Section-liners are made in various forms, to insure an 
accurate spacing of the lines used for sectioning. A good 
substitute may be improvised by driving nails into a wood 
rule at a distance apart a little greater than the side of the 
triangle. By alternately sliding the rule on the T-square, 
or straight-edge, and of the triangle on the rule, equal 
spacing is obtained. 
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BodoBi F.y and Pierce, C. A. Direct and Alternating Current 

Manml 8vo, *2 00 

Boech, F. Dyeing of Cotton Fabrics 8vo, *3 00 

Dyeing of Woolen Fabrics 8vo, *3 50 

Beggfy G. S* Streaaes in Railway Girders and Bridges (In Ptess,) 

Biftitip, J. The Slide Valve 8vo, *2 00 

Bendtfy C« £• Continuous Bridges. (Science Series No. 26.) 

i6mo, o 50 
Proportions of Pins used in Bridges. (Science Series No. 4.} 

i6mo, 50 

Bengoiigh, 6. D. Brass. (Metallurgy Series) (In Press.) 

Bennett, H.G. The Manufacture of Leather 8vo, *4 50 

Bemthsen, A. A Text-book of Organic Chemistry. Trans, by 

G. M'Gowan i2mo, *2 50 

Bersch, J. Manufacture of Mineral and Lake Pigments. Trans. 

by A. C. Wright. 8vo, *s 00 

Bertin, L. £. Marine Boilers. Trans, by L. S. Robertson . . 8vo, 5 00 

Bereridgie, J. Papermaker'a Packet Book zamo, *4 00 

Binnie, «Sir A. Rainfall Reservoirs and Water Supply.. 8vo, *3 00 

Binns, C. F. Manual of Practical Potting 8vo, *7 50 

The Potter's Craft lamo, *2 00 

Birchmore, W. H. Interpretation of Gas Analysis iimo, ""i 25 

Blaine, R. G. The Calculus and Its Applications lamo, "^i 50 

Blidce, W. H. Brewer's Vade Mecum 8vo, '''4 00 

Blasdale, W. C. Quantitative Chemical Analysis. (Van 

Kostrand's Textbooks) lamo, *2 50 

BUgh, W. G. The Practical Design of Irrigation Works. .8vo, *6 00 

Bloch, L. Science of Illumination. (Trans, by W. C. 

Clinton) 8vo, *2 50 

Blok, A. Illumination and Artificial Lighting i2mo, *i 25 

Blneher, H. Modem Industrial Chemistry. Trans, by J. P. 

Mfllington 8vo, *7 50 

Blyth, A. W. Foods: Their Composition and Analysis. ..Svo, 7 50 
Poisons: Their Effects and Detection 8vo, 7 50 
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Bdckmann, F. Celluloid * 12910, *2 50 

Bodmer, G. R. Hydraulic Motors and Turbines xamo» 5 00 

BoileaUy J. T. Traverse Tables Syo, 5 00 

Bonney, G. £. The Electro-plater's Handbook xamo, z ao 

Booth, N. Guide to Ring-Spinning Frame iamo» *x 25 

Booth, W. H. Water Softening and Treatment 8vo» . *z 50 

Superheaters and Superheating and their Control. ..8to» *i 50 

Bottcher, A. Cranes: Their Construction, Mechanical E^Bip- 

ment and Working. Trans, by A. Tolhausen 4to, *zo 00 

Bottler, M. Modem Bleaching Agents. Trans, by C. SaHer. 

zamo, *2 50 

Bottone, S. R. Magnetos for Automobilists lamo, '*'z 00 

Boulton, S. B. Preservation of Timber. (Science Series Ho, 

82.) iGmOi 050 

Bourcart, £. Insecticides, Fungicides and Weedkillers... 8 vo, *4 50 
Bourgougnon, A. Physical Problems. (Science Series No. ZZ3.) 

zOmo, o 50 
Bourry, £. Treatise on Ceramic Industries. Trans, by 

A. B. Searle 8vo, *5.oo 

Bowie, A. J., Jr. A Practical Treatise on Hydraulic Mining. 8yo, 5 00 

Bowles, 0. Tables of Common Rocks. (Science Series, 

No. 125) i6mo, o 50 

Bowser, £. A. £lementary Treatise on Analytic Geometry.iamo, z 75 

Elementary Treatise on the Differential and Integral 

Calculus lamoy a 35 

Bowser, E. A. Elementary Treatise on A]ial3rtic MacAiaiucsi. 

zamOy 3 00 

Elementary Treatise on Hydro-mechanics lamo, a 50 

A Treatise on Roofs and Bridges zamo, *a as 

Boycott, 6. W. M. Compressed Air Work and Diving. .8yo, "^4 00 

Bragg, £. M. Marine Engine Design zarao, *a 00 

Design of Marine Engines and Auxiliaries *$ 00 

Brainard, F. R. The Sextant. (Science Series M«. zoi.).z€mo, 

Brassey's Naval Annual for 19 15. War Edition. 8vo, 4 00 

Briggs, R., and Wolff, A. R. Steam-Heating. (Science Series 

No. 67.) z6mo, o 50 
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Bright, C. The Life Story of Sir Charles Tilson Blight. .8vo, ^^4 50 
Brislee, T. J. Introduction to the Study of Fuel. (Outlines 

of Industrial Chemistry.) Svo, *s 00 

Broadfoot, S. K. Motors Secondary Batteries. (Installation 

Manuals Senes.) lamo, *o 75 

Brottghton, H. H. Electric Cranes and Hoists *9 00 

Brown, G. Healthy Foundations. (Science Series No. 80.). i6mo, o 50 

Brown, H. Inigation Svo, *5 00 

Brown, H. Rubber Svo, *2 00 

Brown, Wm. N. The Art of Enamelling on Metal i2mo, '*'i 00 

Handbook on Japanning lamo, "'i 50 

House Decorating and Painting lamo, "^i 50 

History of Decorative Art lamo, '''i 25 

Dipping, Burnishing, Lacquering and Bronzing Brass 

Ware i2mo, *i 00 

Workshop Wrinkles Svo, ^i 00 

Browne, C. L. Fitting and Erecting of Engines Svo, '^'i 50 

Browne, S. E. Water Meters. (Science Series No. 8i.).i6mo, o 50 

Bruce, E. M. Pure Food Tests i2mo, '*'i 25 

Bruhns, Dr. ^ew Manual of Logarithms Svo, cloth, 2 00 

Half morocco, 2 50 

Brunner, S. Manufacture of Lubricants, Shoe Polishes and 

Leather Dressings. Trans, by C. Salter Svo, ^3 00 

Buel, B. H. Safety Valves. (Science Series No. 21.) . . .i6mo, o 50 

Burley, 0. W. Lathes, Their Construction and Operation, 

i2mo, z 25 

Bumside, W. Bridge Foundations i2mo, '''i 25 

Burstall, F. W. Energy Diagram for Gas. With text. ..Svo, i 50 

Diagram sold separately "^z 00 

Burt, W, A. Key to the Solar Compass z6mo, leather, 2 50 

Buskett, £. W. Fire Assaying i2mo, *i 25 

Butler, H. J. Motor Bodies and Chasis Svo, *2 50 

Byers, H. G., and Knight, H. G. Notes on Qualitative 

Analysis Svo, *i 50 
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Cain, W. Brief Course in the Calculus zamo, "^i 75 

Elastic Arches. (Science Series No. 48.) i6mOy o 50 

Maximum Stresses. (Science Series No. 38.) x6mo> 050 

—•—Practical Dsigning Retaining of Walls. (Science Tories 

No. 3.) i6m0y o 50 

Theory of Steel-concrete Arches and of Vaulted Struc- 
tures. (Science Series, No. 4a) i6mo, o 50 

Theory of Voussoir Arches. (Science Series No. la.) 

i6mo, o 50 

Symbolic Algebra. (Science Series No. 73.). .. .,.i6mo, 050 

Carpenter, F. D. Geographical Surveying. (Science Series 

No. 37.) z6mo. 

Carpenter, R. C, and Diederichs, H. Internal-Combustion 

Engines 8vo, *5 00 

Carter, H. A. Ramie (Rhea), China Grass lamo, *a 00 

Carter, H. R. Modern Flax, Hemp, and Jute Spinning. . .Svo, '''3 00 

Bleaching, Dyeing and Finishing of Fabrics Svo, '''z 00 

Cary, £. R. Solution of Railroad Problems With the Use of 

the Slide Rule z6mo, *z 00 

easier, M. D. Simplified Reinforced Concrete Mathematics, 

zamo, *z 00 

Cathcart, W. L. Machine Design. Parti. Fastenings. ..Svo, '^'s 00 

Cathcart, W. L., and Chaffee, J. I. Elements of Graphic 

Statics Svo, *3 00 

Short Course in Graphics zamo, z 50 

Caven, R. M., and Lander, G. D. Systematic Inorganic Chem- 
istry zamo, *a 00 

Chalkley, A. P. Diesel Engines 8yo, '^'3 50 

Chambers' Mathematical Tables Svo, z 75 

Chambers, G. F. Astronomy z6mo, '''z 50 

Chappel, E. Five Figure Mathematical Tables Svo, '^'a 00 

Chamock. Mechanical Technology Svo, '''3 00 

Charpentier, P. Timber Svo, *6 00 

Chatley, H. Principles and Designs of Aeroplanes. (Science 

Series.) z6mo, o 50 

How to Use Water Power zamo, *z 00 

Gyrostatic Balancing .Svo, *i 00 
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Cldld, C. D. Electric Arcs 8yo, *2 oo 

QulttUiiy M. DutafectioB and Disinfectants. Trans, by 

Chas. Salter ismo, 2 00 

Christie, W. W. Beiler-waters, Scale, Corrosion, Foaming, 

8vo, *3 00 

Chtamey Design and Theory 8to, "^3 00 

Fnrnaee Draft. (Science Series, No. 123) i6mo, o 50 

Water, Its Pnrification and Use in the Industries — Svo, "^2 00 

Church's Laboratory Guide. Rewritten by Edward Kinch. Svo, *2 50 

Cla^perton, 6. Practical Papermaking Svo, 2 50 

Clark, A. 6. Motor Car Engineering. 

Vol. I. Construction *3 00 

Vol. II. Design {In Press.) 

Clark, C. H. Marine Gas Engines i2mo, '^'i 50 

Clark, J. M. New System of Laying Out Railway Turnouts, 

i2mo, I 00 
Clarke, J. W., and Scott, W, Plumbing Practice. 

Vol. I. Lead Working and Plumbers* Materials. .Svo, ^^4 00 

Vol. n. Sanitary Plumbing and Fittings {In Press.) 

Vol. m. Practical Lead Working on Roofs {In Press.) 

Clarkson, R. B. Elementary Electrical Engineering. 

{In Press.) 
Clansen-Thue, W. A B C Universid Commercial Telegraphic 

Code. Sixth Edition {In Press.) 

Clerk, D., and Idell, F. E. Theory of the Gas Engine. 

(Science Series No. 62.) i6mo, o 50 

Clevenger, S. R. Treatise on the Method of Government 

Surveying i6mo, • mor., 2 50 

Clouth, F. Rubber, Gutta-Percha, and Balata Svo, '''5 00 

Cochran, J. Treatise on Cement Specifications Svo, *i 00 

Concrete and Reinforced Concrete Specifications Svo, *2 50 

Cochran, J. Inspection of Concrete Construction Svo, '*'4 00 

Coffin, J. H. C. Navigation and Nautical Astronomy. .i2mo, *3 50 
Colbum, Z., and Thurston, R. H. Steam Boiler Explosions. 

(Science Series No. 2.) i6mo, o 50 

Cde, R. S. Treatise on Photographic Optics i2mo, i 50 
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Coles-Finch, W. Water, Its Origia and Use 8w, ♦s oo 

Collins, J. £. Useful Allo3rs and Memofaada lor Go id i arttht, 

Jewelers i6«o, o 50 

CoUis, A. G. High and Low Tension Switch^Gaar Design. SiNi^ *$ 50 

Switchgear. (Installation Manuals Series.) xflwo^ a 50 

Comstock, D. F., and Troland, L. T. The Hiatiire of llattec 

and Electricity (in Pf€4S.) 

Coombs, H. A. Gear Teeth. (Science Series No. 120). . . i6mo, o 50 

Cooper, W. R. Primary Batteries '. 8vo, % 00 

Copperthwaite, W. C. Tunnel Shields 4to, *9 00 

Corfield, W. H. Dwelling Houses. (Science Series llo. 50.) x6mo, o 50 
Water and Water-Supply. (Science Series No. 17.) . . lihno, « 50 

Cornwall, H. B. Manual of Blow-pipe Analysis 8to» *2 50 

Cowee, G. A. Practical Safety Methods and Devices 9f, ^ oo 

Cowell, W. B. Pure Air, Ozone, and Water lamo, *2 00 

Craig, J. W., and Woodward, W. P. Questions and Ansiwers 

about Electrical Apparatus xamo, leathify 1 50 

Craig, T. Motion of a Solid in a FueL (Science Smuk NtOk 4^0) 

x6mO| Q 50 

Wave and Vortex Motion. (Science Series No. 43.) . x6mo, o 50 

Cramp, W. Continuous Current Machine Design 6vo» *a* 50 

Creedy, F. Single-Phase Commutator Motors Snv *a 00 

Crocker, F. B. Electric Lighting. Two Volumes. S^o. 

Vol. I. The Generating Plant 3 00 

Vol. II. Distributing Systems and Lamps 

Crocker, F B., and Arendt, M. Electric Mot^urs 8?<H ^ 50 

and Wheeler, S. S. The Management of Electrical Ma- 
chinery «....xanii^ *t.oo 

Cross, C. F., Bevan, E. J., and Sindall, R. W. Wood Piilpi and 

Its Applications. (Westminster Series.) Svo, *a 00 

Crosskey, L. R. Elementary Peispective : .8to^ x 00 

Crosskey, L. R., and Thaw, J. Advanced Perspective. . .'v^ -Svo,- x 50 

CuUey, J. L. Theory of Arches. (Science Series No. 87.) . x6mo» ' 0> 50 

Cushing, H. C, Jr., and Harrison, N. Central Statun. Man- 
agement ♦«. 00 

Dadourian, H. M. Analytical Mechanics 8to. ^3 oo 
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Dana, R. T. Handbook of Construction Plant. .lamo, leather, "^5 00 
Handbook of Construction Efficiency (In Press.) 

Danbyi A. Natural Rock Asphalts and Bitumens Svo, '''2 50 

Davenport, C. The Book. (Westminstei: Series.) Svo, *2 00 

Daveyi H. The Gas Turbine Svo, *4 00 

Davies, F. H. Electric Power and Traction Svo, *2 00 

Foundations and Machinery Fixing. (Installation Manuals 

Series) i6mo, *i 00 

Deerr, N. Sugar Ci^ne Svo, 7 00 

Deite, C* Manual of Soapmaking. Trans, by S. T. King. .4to, ^5 00 
De la Cottz, H. The Industrial Uses of Water. Trans, by A. 

Morris Svo, *4 50 

Del Mar, W. A. Electric Power Conductors Svo, *2 00 

Denny, G. A. Deep-Level Mines of the Rand 4 to, *io 00 

Diamond Drilling for Gold *5 00 

De Roos, J. D. C. Linkages. (Science Series No. 47.). . . i6mo, o 50 

Derr, W. L. Block Signal Operation Oblong ramo, *i 50 

Maintenance of Way Engineering (In Preparation.) 

Desaint, A. Three Hundred Shades and How to Mix Them. 

Svo, 8 00 

De Varona, A. Sewer Gases. (Science Series No. 55.)... i6mo, o 50 

Devey,R. G. Mill and Factory Wiring. (Installation Manuals ' 

Series.) lamo, *x 00 

Dibdin, W. J. Purification of Sewage and Water Svo, 6 50 

Dichman, C. Basic Open-Hearth Steel Process* \ .Svo, *3 50 

Dieterich, K. Analysis of Resins, Balsams, and Gum Resins 

Svo, *3 00 

Dilworth, E. C. Steel Railway Bridges 4to, ^4 oo 

Dinger, Lieut. H. C. * Care and Operation of Naval Machinery 

i2mo. *2 00 

Dixotti D. B. Machinist's and Steam Engineer's Practical Cal- 
culator i6mo, mor., i 25 

Dodge, 6. F. Diagrams for Designing Reinforced Concrete 

Structures folio, *4 00 

Dommett, W. £. Motor Car Mechanism lamo, '^'i 25 

DoTTi B. F. The Surveyor's Guide and Pocket Table-book. 

i6mo, mor., 2 00 
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Draper, C. H. Elementary Text-book of Light, Heat and 

Sound i2mo, i oo 

Draper, C. H. Heat and the Principles of Thermo-dimamics* 

x2nio, 2 oo 

Dron, R. W. Mining Formulas i2mo9 ' <^ 

Dubbel, H. High Power Gas Engines 8vO| '''5 00 

Dumesny, P., and Noyer, J. Wood Products, Distillates, and 

Extracts .Svo, ^4 50 

Duncan, W. G., and Penman, D. The Electrical Equipment of 

Collieries 8vo, *4 00 

Dunstan, A. E., and Thole, F. B. T. Textbook of Practical 

• Chemistry xamo^ *i 40 

Duthie, A. L. Decorative Glass Processes. (Westminster 

Series) 8vo, *2 00 

Dwight, H. B. Transmission Line Formulas '. 8vo *9 00 

Dyson, S. S. Practical Testing of Raw Materials 8vo, *5 00 

and Clarkson, S. S. Chemical Works 8vo, *y 50 

Eccles, W. H. Wireless Telegraphy and Telephony. .i2mo, *4 50 
Eck, J. Light, Radiation and Illumination. Trans, by Paul 

Hogner Svo, *2 50 

Eddy, H. T. Maximum Stresses under Concentrated Loads, 

Svo, I 50 
Eddy, L. C. Laboratory Manual of Alternating Currents, 

i2mo, o 50 
Edelman, P. Inventions and Patents i2mo *i 50 

Edgcumbe, K. Industrial Electrical Measuring Instruments . 

Svo. 
Edler, R. Switches and Switchgear. Trans, by Ph. Laubach. 

Svo, *4 00 

Eissler, M. The Metallurgy of Gold Svo, 7 50 

The Metallurgy of Silver Svo, 4 00 

The Metallurgy of Argentiferous Lead Svo, 5 00 

A Handbook of Modem Explosives Svo, 5 00 

Ekin, T. C. Water Pipe and Sewage Discharge Diagrams 

folio, *3 00 
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Electric Light Carbons, Manufacture of Svo, i oo 

£liot, C. W., and Storer, F. H. Compendious Manual of Qualita- 
tive Chemical Analysis i2mo, ""i 25 

Ellis, C. Hydrogenation of Oils Syo, 

Ellis, 6. Modern Technical Drawing Syo, *^ 00 

Ennis, Wm. D. Linseed Oil and Other Seed Oils Svo, "'4 00 

Applied Thermodynamics Svo, *4 50 

Flying Machines To-day i2mo, *i 50 

Vapors for Heat Engines i2mo, *x 00 

Ermen, W. F. A. Materials Used in Sizing Svo, *a 00 

Erwin, M. The Universe and the Atom lamo, *2 00 

Evans, C. A. Macadamized Roads (In Press.) 

Ewing, A. J. Magnetic Induction in Iron Svo, *4 00 

Fairie, J. Notes* on Lead Ores » i2mo, *z 00 

Notes on Pottery Clays i2mo, ♦i 50 

Fairley, W., and Andre, Geo. J. Ventilation of Coal Mines. 

(Science Series No. 5S.) i6mo, o 50 

Fairweather, W. C. Foreign and Colonial Patent Laws . . .Svo, *s 00 

Falk, M. S. Cement Mortars and Concretes Svo, *2 50 

Fanning, J. T. Hydraulic and Water-supply Engineering. Svo, *5 00 

Fay, I. W. The Coal-tar Colors. Svo, *4 00 

Fernbach, R. L. Glue and Gelatine Svo, *$ 00 

Chemical Aspects of Silk Manufacture i2mo, *i 00 

Firth, J. B. Practical Physical Chemistry i2mo, '''i 00 

Fischer, £. The Preparation of Organic Compounds. Trans. 

by R. y. Stanford lamo, *i 2$ 

Fish, J. C. L. X#ettering of Working Drawings. . . .Oblong Svo, i 00 

Mathematics of the Paper Location of a Railroad, 

i2mo, paper, *o 25 
Fisher, H. K. C, and barby, W. C. Submarine Cable Testing. 

Svo, *s 50 
Fleischmann, W. The Book of the Dairy. Trans, by C. M. 

Aikman Svo, 4 00 

Fleming, J. A. The Alternate-current Transformer. Two 

Volumes Svo, 

Vol. I. The Induction of Electric Currents *5 00 

Vol. n. The Utilization of Induced Currents ^5 00 



D. VAN NOSTRAND COMPANY S SHORT-TITLE CATALOG 15 

Fleming, J. A. Propagation of Electric Currents 8vo, *3 00 

A Handbook for the Electrical Laboratory and Testing 

Room. Two Volumes 8vo, each, *5 00 

Flcury, P. Preparation and Uses of White Zinc Paints . . 8vo, *2 50 
Flynn, P. J. Flow of Water. (Science Series No. 84.) . i2mo, o 50 

Hydraulic Tables. (Science Series No. 66.) .i6mo, 050 

Forgie, J. Shield Tunneling 8vo. (In Press,) 

Foster, H. A. Electrical Engineers' Pocket-book. (Seventh 

Edition.) 1 2mo, leather, 5 00 

Engineering Valuation of Public Utilities and Factories, 

8vo, *3 00 

Handbook of Electrical Cost Data 8vo. (In Press) 

Fowie, F. F. Overhead Transmission Line Crossings .... i2mo, *i 50 
The Solution of Alternating Current Problems 8vo (In Press.) 

Foj£,W. G. Transition Curves. (Science Series No. no.). i6mo, 050 
Fox, W., and Thomas, C. W. Practical Course in Mechanical 

Drawing i2mo, i 25 

Foye, J. C. Chemical Problems. (Science Series No. 69.J.i6mo, o 50 

Handbook of Mineralogy. (Science Series No. 86.) . 

i6mo, o 50 

Francis, J. B. Lowell Hydraulic Experiments .4to, 15 00 

Franzen, H. Exercises in Gas Analysis. i2mo, *i 00 

French, J. W. Machine Tools. 2 vols 4to, *i5 00 

Freudemacher, P. W. Electrical Mining Installations. • (In- 
stallation Manuals Series.) i2mo, *i 00 

Frith, J. Alternating Current Design 8vo, *2 00 

Fritsch, J. Manufacture of Chemical Manures. Trans, by 

D. Grant 8vo, *4 00 

Frye, A. I. Civil Engineers* Pocket-book i2mo, leather, *5 00 

Fuller, G. W. Investigations into the Purification of the Ohio 

River 4to, ♦lo 00 

Fumell, J. Paints, Colors, Oils, and Varnishes 8vo, *i 00 



Gairdner, J. W. I. Earthwork 8vo (In Press.) 

Gant, L. W. Elements of Electric Traction 8vo, *2 50 

Garcia, A. J. R. V. Spanish-English Railway Terms 8vo, '^'4 50 
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Garforth, W. £. Rules for Recovering Coal Mines after Ezplo^ 

sions and Fires lamo, leatlier, i 50 y 

Garrard, C. C. Electric Switch and ControUing Gear (In Press.) ' 

Gaudardy J. Foundations. (Science Series No. 34.) i6mo9 o 50 

Gear, H. B., and Williams, P. F. Electric Central Station Dis- « 

tributing Systems 8vo, 300 • 

Geerligs, H. C. P. Cane Sugar and Its Manufacture 8vo, *5 00 

Geikie, J. Structural and Field Geology 8vo, *4 00 

Mountains, Their Origin, Growth and Decay 8vo, *4 00 

The Antiquity of Man in Europe 8vo, ♦$ 00 

Georgi, F., and Schubert, A. Sheet Metal Working. Trans. 

by C. Salter Svo, 3 00 

Gerhard, W. P. Sanitation, Water-supply and Sewage Dis- 
posal of Country Houses iimo, *2 00 

Gas Lighting. (Science Series No. iii.) i6mo, o 50 

Gerhard, W. P. Household Wastes. (Science Series No. 97.) 

i6nio, o 50 

House Drainage. (Science Series No. 63.) i6mo o 50 

Sanitary Drainage of Buildings. (Science Series No. 93.) 

i6mo, o 50 

Gerhardi, C. W. H. Electricity Meters Svo, *4 00 

Geschwind, L. Manufacture of Alum and Sulphates. Trails. 

by C. Salter Svo, ^5 00 

Gibbings, A. H. Oil Fuel Equipment for Locomotives. .. Svo, *2 50 

Gibbs, W. E. Lighting by Acetylene i2mo, '*'i 50 

Gibson, A. H. Hydraulics and Its Application Svo, *5 00 

Water Hammer in Hydraulic Pipe Lines i2mo, *2 00 

Gibson, A. H., and Ritchie, E. G. Circular Arc Bow Girder. 4to, ""3 50 

Gilbreth, F. B. Motion Study z2mo, *2 00 

Bricklaying System Svo, *3 00 

Field System i2mo, leather, *3 00 

Primer of Scientific Management iimo, *i 00 

Gillette, H. P. Handbook of Cost Data lamo, leather, ^5 00 

Rock Excavation Methods and Cost i2mo, leather, *s 00 

— Handbook of Earth Excavation (In Press.) 

Handbook of Tunnels and Shafts, Cost and Methods 

of Construction (In Press,) 

•> Handbook of Road Construction, Methods and Cost. . (In Press,) 
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Gillette, H. P., and Dana, R. T. Cost Keeping and Manage- 
ment Engineering 8vo, *3 50 

and Hill, C. S. Concrete Construction, Methods and 

Cost 8vo, *5 00 

GiUmore, Gen. Q. A. Limes, Hydraulics Cement and Mortars. 

8vo, 4 00 

Roads, Streets, and Pavements limo, 2 00 

Godfrey, £. Tables for Structural Engineers. .i6mo, leather, *2 50 

Golding, H. A The Theta-Phi Diagram i2mo, *i 25 

Goldschmidt, R. Alternating Current Commutator Motor. 8vo, *3 00 

Goodchild, W. Precious Stones. (Westminster Series.) . 8vo, *2 00 

Goodeve, T. M. Textbook on the Steam-engine z2mo, 2 00 

Gore, G. Electrolytic Separation of Metals Svo, *3 50 

Gould, £. S. Arithmetic of the Steam-engine .i2mo, z 00 

Calculus. (Science Series No. 112.) i6mo, o 50 

High Masonry Dams. (Science Series No. 22.) . . . i6mo, o 50 

Practical Hydrostatics and Hydrostatic Formulas. (Science 

Series No. 117.) i6mo, o 50 

Gratacap, L. P. A Popular Guide to Minerals Svo, *3 00 

Gray, J. Electrical Influence Machines i2mo, 2 00 

Gray, J. Marine Boiler Design i2mo, *i 25 

Greenhjll, G. Dynamics of Mechanical Flight Svo. *2 50 

Greenwood, E. Classitied Guide to Technical and Commercial 

Books Svo, *3 00 

Gregorius, R. Mineral Waxes. Trans, by C. Salter. . . i2nu>, *3 00 

Grierson, R. Modern Methods of Ventilation (In Press.) 

Griffiths, A. B. A Treatise on Manures. . , i2mo, 3 00 

Griffiths, A. B. Dental Metallurgy Svo, *3 50 

Gross, E. Hops Svo, *4 50 

Grossman, J. Ammonia and its Compounds z2mo, *z 25 

Groth, L. A. Welding and Cutting Metals by Gases or Electric- 

ityc (Westminster Series.) Svo, *2 00 

Grover, F. Modern Gas and Oil Engines Svo, *2 00 

Gruner, A. Power-loom Weaving Svo, *3 00 

Giildner, Hugo. Internal-Combustion Engines. Trans, by 

H. Diedrichs , . , . .4to, *io 00 
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Gunther, C. 0. Integration 8vo, *i 25 

Garden, R. L. Traverse Tables folio, half mor., *7 50 

Guy, A. £. Experiments on the Flexure of Beams 8vo, *i 25 

Haenig, A. Emery and the Emery Industry 8yo, *2 50 

Hainbach, R. Pottery Decoration. Trans, by C. Salter. i2mo, 

Hale, W. J^ Calculations of General Chemistry i2mo. 

Hall, C. H Chemistry of Paints and Paint Vehicles i2mo, 

Hall, G. L. Elementary Theory of Alternate Current Work- 
ing Svo, 

Hall, R. H. Governors and Governing Mechanism i2mo, 

Hall, W. S. Elements of the Differential and Integral Calculus 

Svo, 

Descriptive Geometry Svo volume and 4to atlas, 

Haller, G. F., and Cunningham, E. T. The Tesla Coil 1 2mo, 

Halsey, F. A. Slide Valve Gears i2mo, i 50 

The Use of the Slide Rule. (Science Series No. 114.) 

i6mo, o 50 
Worm and Spiral Gearing. (Science Series No. 116.) 

i6mo, o 50 

Hancock, H. Textbook of Mechanics and Hydrostatics Svo, i 50 

Hancock, W. C. Refractory Materials. (Metallurgy Series. (/nPr^^j.) 

Hardy, E. Elementary Principles of Graphic Statics i2mo, *i 50 

Haring, H. Engineering Law. 

Vol. I. Law of Contract Svo, *4 00 

Harper, J. H. Hydraulic Tables on the Flow of Water. i6mo, *2 00 

Harris, S. M. Practical Topographical Surveying (In Press.) 

Harrison, W. B. The Mechanics' Tool-book i2mo, i 50 

Hart, J. W. External Plumbing Work Svo, *3 00 

Hints to Plumbers on Joint Wiping Svo, *s 00 

Principles of Hot Water Supply Svo, *3 00 

Sanitary Plumbing and Drainage Svo, *3 og 

Haskins, C. H. The Galvanometer and Its Uses i6mo, i 50 

Hatt, J. A, H. The Colorist square i2mo, *i 50 

Hausbrand, E. Drying by Means of Air and Steam. Trans. 

by A. C. Wright i2mo, *2 00 

Evaporating, Condensing and Cooling Apparatus. Trans. 

by A. C. Wright Svo, *$ 00 
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Hausmann, E. Telegraph Engineering 8vo, *3 00 

Hausner, A. Manufacture of Preserved Foods and Sweetpieats. 

Trans, by A. Morris and H. Robson Svo, *3 00 

Hawkesworth, J. Graphical Handbook for Reinforced Concrete 

Design 4to, *2 50 

Hay, A. Continuous Current Engineering 8vo, *2 50 

Hayes, H. V. Public Utilities, Their Cost New and Deprecia- 
tion 8vo, *2 00 

Public Utilities, Their Fair Present Value and Return, 

8vo, *2 00 

Heath, .F. H. Chemistry of Photography 8vo {In Press.) 

Heather, H. J. S. Electrical Engineering 8vo, ^3 50 

Heaviside, 0. Electromagnetic Theory. 

Vols. I and II 8vo, each, *5 00 

Vol. Ill 8vo, *7 50 

Heck, R. C. H. Steam Engine and Turbine 8yo, *3 50 

Steam-Engine and Other Steam Motors. Two Volumes* 

VoL I. Thermodynamics and the Mechanics 8vo, *3 50 

Vol. II. Form, Construction and Working 8vo, *5 00 

Notes on Elementary Kinematics^ 8vo, boards, *i 00 

Graphics of Machine Forces 8vo, boards, *i 00 

Heermann, P. Dyers' Materials. Trans, by A. C. Wright. 

i2mo, *2 50 
Heidenreich, E. Lw Engineers' Pocketbook of Reinforced 

Concrete i6mo, leather, *3 00 

Hellot, Macquer and D'Apligny. Art of Dyeing Wool, Silk and 

Cotton 8vo, *2 00 

Henrici, 0. Skeleton Structures 8vo, i 50 

Hering, D. W. Essentials of Physics for College Students. 

Svo, *i 75 
Hering-Shaw, A. Domestic Sanitation and Plumbing. Two 

Vols /. 8vo, *5 00 

Elementary Science Svo, *2 00 

Herington, C. F. Powdered Coal as a Fuel (In Press.) 

Hermann, G. The Graphical Statics of Mechanism. Trans. 

by A. P. Smith i2mo, 2 00 

Horzfeld, J. Testing of Yarns and Textile Fabrics 8vo, "^3 50 



20 D. VAN NOSTRAND COMPANY'S SHORT-TITLE CATALOG 

Hildebrandt, A. Airships, Past and Present 8vo, *3 50 

Hfldenbrand, B. W. Cable-Making. (Science Series No. 32.) 

i6mo, o 50 

Hilditch, T. P. Concise History of Chemistry lamo, *i 25 

Hill, C. S. Concrete Inspection i6mo, *i 00 

Hilly C. W. Laboratory Manual and Notes in Beginning 

Chemistry " (In Press.) 

Hill, J. W. The Purification of Public Water Supplies. New 

Edition {In Press.) 

Interpretation of Water Analysis (In Press.) 

Hill, M. J. M. The Theory of Proportion 8vo. *2 50 

Hiroi, I. Plate Girder Construction. (Science Series No. 95.) 

i6mo, o 50 
Statically-Indeterminate Stresses i2mo, *2 00 

Hirshfeld, C. F. Engineering Thermodjmamics. (Science 

Series No. 45) i6mo, o 50 

Hoar, A. The Submarine Torpedo Boat i2m0y *2 00 

Hobart, H. M. Heavy Electrical Engineering 8vo, *4 50 

Design of Static Transformers i2mo, *2 00 

Electricity Svo, *2 00 

Electric Trains Svo, *2 50 

Electric Propulsion of Ships Svo, *2 00 

Hobart, J. F. Hard Soldering, Soft Soldering, and Brazing . 

i2mo, *i 00 
Hobbs, W. R. P. The Arithmetic of Electrical Measurements 

i2mo, o 50 

Hoff, J. N. Paint and Varnish Facts and Formulas i2mo, *i 50 

Hole, W. The Distribution of Gas Svo, *7 50 

Holley, A. L. Railway Practice folio, 6 00 

Hopkins, N. M. Model Engines and Small Boats i2mo, i 25 

Hopkinson, J., Shoolbred, J. N., and Day, R. £. Dynamic 

Electricity. (Science Series No. 71.) i6mo, o 50 

Horner, J. Practical Ironfounding Svo, *2 00 

Gear Cutting, in Theory and Practice Svo,. "'a 00 

Houghton, C. E. The Elements of Mechanics of Materials. 1 2mo, *2 00 

Houstoun, R. A. Studies in Light Production i2mo, a 00 



D. VAN NOSTRAND COMPANY *S SHORT-TITLE CATALOG ^I 

Hovenden, F. Practical Mathematics for Young Engineers, 

i2mo> '"i 00 

Howe, G. Mathematics for the Practical Man. .1 lamo, *i 25 

Howorth, J. Repairing and Riveting Glass, China and Earthen- 
ware 8vo, paper, *o 50 

Hoyt, W. F. Chemistry by Experimentation (In Press.) 

Hnbbard, £. The Utilization of Wood-waste Svo, *2 00 

Hutmer, J. Bleaching and Dyeing of Vegetable and Fibrous 

Materials. (Outlines of Industrial Chemistry.) Svo, '''5 00 

Hudson, O. F. Iron and Steel. (Outlines of Industrial 

Chemistry.) 8vo, *2 00 

Humphrey, J. C. W. Metallography of Strain. (Metallurgy 

Series) (In Press,) 

Humphreys, A. C. The Business Features of Engineering 

Practice 8to, *! 25 

Hunter, A. Bridge Work 8vo (In Press,) 

Hurst, G. H. Handbook of the Theory of Color 8vo, *2 50 

Dictionary of Chemicals and Raw Products 8vo, 

Lubricating Oils, Fats and Greases 8vo, 

Soaps Svo, 

Hurst, G. H., and Simmons, W. H. Textile Soaps and Oils, 

Svo, 
Hurst, H. £., and Lattey, R. T. Text-book of Physics Svo, 

Also published in Three Parts: 

Vol. I. Dynamics and Heat *i 25 

Vol. II. Sound and Light *i 25 

VoL in. Magnetism and Electricity '''i 50 

Hutchinson, R. W., Jr. Long Distance Electric Power Trans- 
mission i2mo, *3 00 

Hutchinson, R. W,, Jr., and Thomas, W. A. Electricity in 

Mining (In Press.) 

Hutchinson, W. B. Patents and How to Make Money Out of 

Them iimo, i 35 

Hutton, W. S. The Works' Manager's Handbook Svo, 6 00 

Hyde, £. W. Skew Arches. (Science Series No. 15.).. . .i6mo, 50 

Hyde, F. S. Solvents, Oils, Gums and Waxes Svo, *2 00 
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Induction Coils. (Science Series No. 53.) v . i6mO| o 90 

laghanii A. E. Gearing. A practical treatise Svo, ^a 50 

Ingle, H. Hanual of Agricultural Chemistry. 8vo» *3 00 

Inness, C. H. Problems in Machine Design lamo, '^'a 00 

Air Compressors and Blowing Engines*. zamo, *2 00 

Centrifugal Pumps. i3m% *2 00 

The Fan lamo, *a 00 

Ivatts, E. B. Railway Management at Stations Svo, ^a 50 

Jacob, A., and Gouldt E. S. On the Designing and Construction 

of Storage Reservoirs. (Science Series Ho. 6.). .idmo, 50 

JannettaZi E. Guide to the Determination of Roeks. Trans. 

by G. W. Pljrmpton lamo, i 50 

Jehl, F. Manufacture of Carbons Svo, *4 00 

Jennings, A. S. Commercial Paints and Painting. (West- 
minster Series.) 8yo, *a 00 

Jennison, F. H. The Manufacture of Lake Pigments ..... Svo, *3 00 

JepsoUyG. Cams and the Principles of their Construction... 8 vo, *i 50 

Mechanical Drawing 8vo {In Preparation.) 

Jervis-Smith, F. J. Dynamometers 8vo, *3 50 

Jockin, W. Arithmetic of the Gold and SUversmitk lamo, '*'i 00 

Johnson, J. H. Arc Lamps and Accessory Apparatus. (In- 
stallation Manuals Series.) lamo, '^'o 75 

Johnson, T. M. Ship Wiring and Fitting. (Installation 

Manuals Series.) lamo, '^o 75 

Johnson, W. McA. The Metallurgy of Nickel (In Prepivration,) 

Johnston, J. F. W., and Cameron, C. Elements of Agricultural 

Chemistry and Geology zamo, a 60 

Joly, J. Radioactivity and Geology zamo, ^3 00 

Jones, H. C. . Electrical Nature of Matter and Radioactivity 

zamo, *2 00 

Nature of Solution {In Press,) 

New Era in Chemistry 1 jmo, *2 00 

Jones, J. H. Tinplate Industry 8vo, *z 00 

Jones, M. W. Testing Raw Materials Used in Paint zamo, *2 00 

Jordan, L. C. Practical Railway Spiral zamo. Leather, '^i 50 
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Joynson, F. H. Designing iind Construction of Machine Gear- 
ing «V0, 2 00 

Jttptner, H. F. V. Siderologj:. The Science of Iron 8vo, *5 oo 

Kapp, G. Alternate Current Machinery. (Science Series No. 

96.)-. r i6mo, o 50 

Kapper, F. Overhead Transmission Lines 4to, "^4 00 

Keim, A. W. Prevention of Dampness in Buildings • • • •. .8vo, *2 00 
Keller, S. S. Mathematics for Engtneertng Students. 

i2mo, half leather, 

Algebra and Trigonometry, with a Chapter on Vectors. ... *i 75 

— — Plane and Solid Geometry *i 25 

and Knox, W. £. Analytical Geometry and Calculuk. . *2 00 

Kelsey, W. R. Continuous-current Dynamos and Motors. 

8vo, *2 50 
Kemble, W. T., and Underhill, C. R. The Periodic Law and the 

Hydrogen Spectrum 8vo, paper, *o 50 

Kemp, J. F. Handbook of Rocks 8vo, *i 50 

Kendall, E. Twelve Figure Cipher Code 4to, *i2 50 

Kennedy, A. B. W«, and Thurston, R. H. Kinematics of 

Machinery. (Science Series No. 54.) i6mo, o 50 

Kennedy, A. B. W., Unwin, W. C, and Idell, F. £• Compressed 

Air. (Science Series No. 106.) i6mo, o 50 

Kennedy, R. Modem Engines and Power Generators. Six 

Volumes 4to, 15 00 

Single Volumes each, 3 00 

]^lectrical Installations. Five Volumes 4to, 15 00 

Single Volumes each, 3 50 

Flying Machines; Practice and Design i2mo, *2 00 

Principles of Aeroplane Construction Svo, '^'i 50 

Kennelly, A. E. Electro-dynamic Machinery Svo, i 50 

Kent,W. Strength of Materials. (Science Series No. 4iO*i6mo, o 50 

Kershaw, J. B. C. Fuel, Water and Gas Analysis . Svo, *2 50 

Electrometallurgy. (Westminster Series.) 8vo, *2 00 

The Electric Furnace in Iron and Steel Production. . i2mo, *i 50 

Electro-Thermal Methods of Iron and Steel Production, 

Svo, *s 00 

Kindelan, J. Trackman's Helper lamo, 
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Kinzbrunner, C. Alternate Cunent Windings. 8to, 

Continuotts Current Armatures 8vo, 

Testing of Alternating Current Machines 8vo, 

Kirkaldy, A. W., and Evans, A. D. History and Economics 

of Transport Sto, 

^[irkaldy, W. G. David Kirkaldy's System of Mechanical 

Testing 4to, 

Kirkbride, J. Engraving for Illustration ' 8vo, 

Kirkham, J. E. Structural Engineering Svo, 

Kirkwood, J. P. Filtration of River Waters 4to, 

Kirschke, A. Gas and Oil Engines. i2mo. 

Klein, J. F. Design of a High speed Steam-engine 8vo, 

Physical Significance of Entropy 8vo, 

Klingenberg, G. Large Electric Power Stations 4to, 

Knight, R.-Adm. A. M. Modem Seamanship 8vo, 

Half Mor. 
Knott, C. G., and Mackay, J. S. Practical Mathematics. . .Svo, 
Knox, G. D. Spirit of the Soil lamo, 

Knox, J. Physico-chemical Calculations i2mo, 

Fixation of Atmospheric Nitrogen. (Chemical Mono- 
graphs.) lamo, 

Koester, F. Steam-Electric Power Plants 4to, 

Hydroelectric Developments and Engineering... 4to, 

Koller, T. The Utilization of Waste Products Svo, 

Cosmetics 8vo, 

Koppe, S. W. Glycerine xamo, 

Kozmin, P. A. Flour Milling. Trans, by M. Falkner.. .8vo, 

, (In Press.) 
Kremann, R. Application of Physico Chemical Theory to 

Technical Processes and Manufacturing Methods. 

Trans, by H. E. Potts 8vo, ♦250 

Kretchmar, K. Yam and Warp Sizing 8vo, *4 00 

Lallier, E. V. Elementary Manual of the Steam Engine. 

i2mo, ^2 00 

Lambert, T. Lead and its Compounds 8vo, *3 50 

Bone Products and Manures 8vo, *3 00 
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Lamborn, L. L. Cottonseed Products 8vo, *3 oo 

Modern Soaps, Candles, and Glycerin 8vo, ""7 50 

Lamprecht, R. Recovery Work After Pit Fires. Trans, by 

C. Salter 8vo, *4 00 

Lancaster, M. Electric Cooking, Heating and Cleaning. .8 vo, *i 50 

Lanchester, F. W. Aerial Flight. Two Volumes. 8vo. 

Vol. L Aerodynamics '''6 00 

Vol. n. Aerodonetics *6 00 

The Flying Machine (In Press.) 

Lange, K. S. By-Prodncts of Coal-Gas Manufacture. .lamo, 2 00 

Lamer, £. T. Principles of Alternating Currents iimo, '*'z 25 

La Rue, B. F. Swing Bridges. (Science Series No. 107.) . i6mo, o 50 
Lassar-Cohn, Dr. Modern Scientific Chemistry. Trans, by M. 

M. Pattison Muir lamo, *2 00 

Latimeri L. H., Field, C. J., and Howell, J. W. Incandescent 

Electric Lighting. (Science Series No. 57.) i6mo, o 50 

Latta, M. N. Handbook of American Gas-Engineering Practice. 

8vo, *4 50 

American Producer Gas Practice 4to, *6 00 

Laws, B. C. Stability and Equilibrium of Floating Bodies.8vo, *3 50 
Lawson, W. R. British Railways, a Financial and Commer- 
cial Survey 8vo, 2 00 

I^eask, A. R. Breakdowns at Sea i2mo, 2 00 

Refrigerating Machinery i2mo, 2 00 

Lecky, S. T. S. ''Wrinkles'^ in Practical Navigation 8vo, '^'lo 00 

Le Douz, M. ice-Making Machines. (Science Series No. 46.) 

i6mo, o 50 

Leeds, C. C. Mechanical Drawing for Trade Schools . oblong 4to, *2 00 

Mechanical Drawing for High and Vocational Schools, 

4to, *i 25 
Lefdvre, L. Architectural Pottery. Tran9, by H. E:.,Bird and 

W. M. Binns 4to, *7 50 

Lehner, S. Ink Manufacture. Trans, by A. Morris and H 

Robson 8vo *2 50 

Lem8trom,S. Electricityin Agriculture and Horticulture. .8vo, *i 50 

Letts, E. A. Fundamental Problems in Chemistry 8vo, *2 00 
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Le Van, W. B. Steam-Engine Indicator. (Science Series No. 

78.) i6mo, o so 

Lewes, V. B. Liquid and Gaseous Fuels. ( Westmineter Series. ) 

8vo, ♦i 00 

• Carbonisation of Coal , 8vo^ *3 00 

Lewis, L. P. Railway Signal Engineering 8vo, "^3 50 

Licks, H. £. Recreations in Mathematics lamo, i '25 

Lieber, B. F. Lieber's Five Letter Standard Telegraphic Code, 

8vo, *io 00 

Spanish Edition 8vo, *io 00 

French Edition 8vo, *io 00 

Terminal Index 8vo, *2 50 

Lieber's Appendix folio, *i5 00 

Handy Tables 4to, *2 50 

Bankers and Stockbrokers' Code and Merchants and 

Shippers' Blank Tables 8vo', *i5 00 

Lieber, B. F. 100,000,000 Combination Code 8vo» *io 00 

Engineering Code 8vo, *i2 50 

Livermore, V. P., and Williams, J. How to Become a Com- 
petent Motorman lamo, *i 00 

Livingstone, R. Design and Construction of Commutators. 8vo, *2 25 

Mechanical Design and Construction of Generators. . .8vo, *3,5o 

Lloyd, S. L. Fertilizer Materials (In Press.) 

Lobben, P. Machinists' and Draftsmen's Handbook ...... 8vo, 2 50 

Lockwood, T. D. Electricity, Magnetism, and Electro-teleg- 
raphy 8vo, 2 50 

Electrical Measurement and the Galvanometer. . . . i2mo, o 75 

Lodge, 0. J. Elementary Mechanics i2mo, i 50 

Signalling Across Space without Wires 8vo, *2 00 

Loewenstein, L. C, and Crissey, C. P. Centrifugal Pumps. . ^4 50 

Lbmaz, J. W. Cotton Spinning , i2mo, i 50 

Lord, R. T. Decorative and Fancy Fabrics 8vo, *3 50 

Loring, A. E. A Handbook of the Electromagnetic Telegraph, 

i6mo, o 50 

Handbook. (Science Series No. 39) x6mo, o 50 

Lovell, D. H. Practical Switchwork. Revised by Strong and 

Whitney {In Press.) 
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Low, D. A. Applied Mechanics (Elementary) i6mo, o 80 

Lubschez, B. J. Perspective i2mo, *i 50 

Lucke, C. £. Gas Engine Design 8vo, *3 00 

Power Plants: their Design, Efficiency, and Power Costs. 

2 vols {In Preparation.) 

Lttckiesh, M. Color and Its Application 8vo, '''300. 

Light and Shade and Theit Applications .8vo, *2 50 

The two when purchased together *5 00 

Lunge, G. Coal-tar Ammonia. Three Parts 8vo, "^18 00 

Manufacture of Sulphuric Acid and Alkali. Four Volumes. 

8vo, 
Vol. I. Sulphuric Acid. In three parts *x8 00 

Vol. II. Salt Cake, Hydrochloric Acid and Leblanc Soda. 

In two parts *i5 00 

Vol. in. Ammonia Soda *io 00 

Vol. IV. Electrolytie Methods (/n Press.) 

Technical Chemists' Handbook i2mo, leather, *3 50 

Technical Methods of Chemical Analysis. Trans, by 

C. A. Keane. In collaboration with the corps of 
specialists. 
VoL J. In two parts. 8vo, *i5 00 

Vol. n. In two parts ^ . .Svo, *i8 00 

Vol. III. In two parts 8vo, *i8 00 

The set (3 vols.) complete , ^48 00 

Technical Gas Analysis 8vo, *4 00 

Luquer, L. M. Minerals in Rock Sections Svo, *i 50 

Macaulay, J., and Hall, C. Modem Railway Working. 

Eight vols 4to, 20 GO 

Each volume separately 3 00 

Macewen, H. A. Food Inspection 8vo, *2 50 

Mackenzie, N. F. Notes on Irrigation Works 8vo, *2 50 

Mackie, J. How to Make a Woolen Mill Pay 8vo, *2 00 

Magttire, Wm. R. Domestic Sanitary Drainage and Plumbing 

8vo, 4 00 
Malcolm, C. W. Textbook on Graphic Statics 8vo, '^3 00 
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Malcolm, H. W. Sa!)marine Telegraph Cable (In Press,) 

Mallet, A. Compound Engines. Trans, by R. R. Buel. 

(Science Series No. lo.) i6mo, 

Mansfield, A. N. Electro-magnets. (Science Series No. 64) 

i6mo, 50 
Marks, E. C. R. Construction of Cranes and Lifting Machinery 

i2mo, '^i 50 

Construction and Working of Pumps lamo, *i 50 

Manufacture of Iron and Steel Tubes i2mo, *2 00 

Mechanical Engineering Materials lamo, *i 00 

Marks, G. C. Hydraulic Power Engineering 8to, 3 50 

Inventions, Patents and Designs iimo, *i 00 

Marlow, T. G. Drying Machinery and Practice 8vo, *5 00 

Marsh, C. F. Concise Treatise on Reinforced Concrete 8vo, *2 50 

Marsh, C. F. Reinforced Concrete Compression Member 

Diagram Mounted on Cloth Boards *x 50 

Marsh, C. F., and Dunn, W. Manual of Reinforced Concrete 

and Concrete Block Construction i6mo, mor., *2 50 

Marshall, W. J., and Sankey, H. R. Gas Engines. (Westminster 

Series.) 8vo, *2 00 

Martin, G. Triumphs and Wonders of Modem Chemistiy. 1 

8voj *2 00 
^ Modem Chemistry and Its Wonders Svo, ^^2 00 

Martin, N. Properties and Design of Reinforced Concrete, 

i2mo, *2 50 

Mairtin, W. D. Hints to Engineers lamo, '*'z 00 

Massie, W. W., and Underbill, C. R. Wireless Telegraphy and 

Telephony i2mo, *i 00 

Mathot, R. £. Internal Combustion Engines Svo, '^'4 00 

Maurice, W. Electric Blasting Apparatus and Explosives ..8vo, *3 50 

Shot Firer*s Guide Svo, *i 50 

Maxwell, J. C. Matter and Motion. (Science Series No. 36.) 

i6mo, o 50 
Maxwell, W. H., and Brown, J. T. Encyclopedia of Municipal 

and Sanitary Engineering. 4to, *io 00 

Mayer, A. M. Lecture Notes on Physics Svo, 2 00 

Mayer, C, and Slippy, J. C. Telephone Line Constmction.Svo, *s 00 
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McCuIlough, E. Practical Surveying i2mo, *2 00 

Engineering Work in Cities and Towns 8vo, 

Reinforced Concrete i2mo, 

McCuUough, R. S. Mechanical Theory of Heat 8vo, 

McGibbon, W. C. indicator Diagrams for Marine Engineers, 

8vo, 

Marine Engineers' Drawing Book oblong 4to, 

Marine Engineers' Pocketbook i2mo, leather, 

Mcintosh, J. G. Technology of Sugar Svo, 

Industrial Alcohol Svo, *3 00 

Manufacture of Varnishes and Kindred Industries. 

Three Volumes. Svo. 

Vol. I. Oil Crushing, Refining and Boiling *3 50 

Vol. II. Varnish Materials and Oil Varnish Making '^'4 00 

Vol. m. Spirit Varnishes and Materials *4 5o 

McKnight, J. D., and Brown, A. W. Marine Multitubular 

Boilers *i 50 

McMaster, J. B. Bridge and Tunnel Centres. (Science Series 

No. 20.) i6mo, o 50 

McMechen, F. L. Tests for Ores, Minerals and Metals. . . iimo, *i 00 

McPherson, J. A. Water- works Distribution Svo, 2 50 

Meade, R. K. Design and Equipment of Small Chemical 

Laboratories Svo, 

Melick, C. W. Dairy Laboratory Guide i2mo, *i 25 

Mensch, L. J. Reinforced Concrete Pocket Book.x6mo, leather *4 00 

Merck, E. Chemical Reagents: Their Purity and Tests. 

Trans, by H. E. Schenck Svo, i 00 

Merivale, J. H. Notes and Formulae for Mining Students, 

z2mo, I 50 

Merritt, Wm. H. Field Testing for Gold and Silver . i6mo, leather, i 50 
Mierzinski, S. Waterproofing of Fabrics. Trans, by A. Morris 

and H. Robson Svo, *2 50 

Miessner, B. F. Radiodynamics i2mo, *2 00 

Miller, G. A. Determinants. (Science Series No. 105.). .i6mo, 

Miller, W. J. Historical Geology i2mo, *2 00 

Mills, C. N. Elementary Mechanics for Engineers i2mo, "^i 00 

Mihroy, M. £• W. Home Lace-making i2mo, *i 00 
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Mitchell, C. A. Mineral and Aerated Waters Svo, ^3 00 

and Prideauz, R. M. Fibres Used in Textile and 

Allied Indiistries Svo^ *3 00 

Mitchell, C. F. and G. A. Building Constr action and Draw- 
ing lamo 

Elementary Course, "^i 50 
Advanced Course, *% 50 

Monckton, C. C. F. Radiotelegraphy. (Westminster Series.) 

8vo, *2 00 
Monteverde, R. D. Vest Pocket Glossary of English-Spanish, 

Spanish-English Technical Terms 64mo, leather, *i 00 

Montgomery, J. H. Electric Wiring Specifications i6mo, '''i 00 

Moore, E. C. S. New Tables for the Complete Solution of 

Ganguillet and Kutter's Formula 8vo, "^5 00 

Morecroft, J. H., and Hehre, F. W. Short Course in Electrical 

Testing 8vo, *i 50 

Morgan, A. P. Wireless Telegraph Apparatus for Amateurs, 

i2mo, *i 50 
Moses, A. J. The Characters of Crystals 8vo, *2 00 

and Parsons, C. L. Elements of Mineralogy Svo, 

Moss, S. A. Elements of Gas Engine Design. (Science 

Series No. xai) i6mo, o 50 

The Lay-out of Corliss Valve Gears. (Science Series 

No. 1 19.) i6mo, o 50 

Mulford, A. C. Boundaries and Landmarks i2mo, *i 00 

Mullin, J. P. Modern Moulding and Pattern-making. . . . i2mo, 2 50 
Munby, A. E. Chemistry and Physics of Building Materials. 

(Westminster Scries.) Svo, *2- 00 

Murphy, J. G. Practical Mining i6mo, i 00 

Murphy, W. S. Textile Industries, 8 vols *2o 00 

(Sold separately.) each, *3 00 

Murray, J. A. Soils and Manures. (Westminster Series.). 8 vo, *2 00 

Nasmith, J. The Student's Cotton Spinning 8vo, 3 00 

Recent Cotton Mill Construction lamo, 2 50 

Neave, G. B., and Heilbron, I. M. Identification of Organic 

Compotmds , i2mo, *i 25 
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Neilson, R. M. Aeroplane* Patents 8vo, *2 oo 

Nerz, F. Searchlights. Trans, by C. Rodgers 8vo, *3 oo 

Neuberger, H., and Noalhat, H. Technology of Petr(^eum. 

Trans, by J. G. Mcintosh. 8vo, *io oo 

Newall, J. W. Drawing, Sizing and Cutting Bevel-gears. .8 vo, i 50 
Newbigingy T. Handbook for Gas Engineers and Managers, 

8V0, *6 50 

Newell, F. H., and Drayer, C. E. Engineering as a Career. 

19010, cloth, '^'i 00 

paper, o 75 

Nicol, G. Ship Construction and Calculations. 8vo, *4 50 

Nipher, F. E. Theory of Magnetic Measurements i2mo, i 00 

Nisbet, H. Grammar of Textile Design 8vo, *3 00 

Nolan, H. The Telescope. (Science Series No. 51.) i6mo, o 50 

North, H. B. Laboratory Experiments in General Chemistry 

i2mo, '''i 00 

Nugent, E. Treatise on Optics i2mo, i 50 

O'Connor, H. The Gas Engineer's Pocketbook. . . iimo, leather, 3 50 
Ohm, G. S., and Lockwood, T. D. Galvanic Circuit. Trans, by 

William Francis. (Science Series No. 102.). . . . i6mo, o 50 

Olsen, J. C. Textbook of Quantitative Chemical Analysis. .8vo, ''^s 50 

Olsson, A. Motor Control, in Turret Turning and Gun Elevating. 

(U. S. Navy Electrical Series, No. i.) . ...i2mo, paper, *o 50 

Ormsby, M. T. M. Surveying i2mo, i 50 

Oudin, M. A. Standard Polyphase Apparatus and Systems . . 8vo, *3 00 

Owen, D. Recent Physical Research 8vo, *i 50 

Pakes, W. C. C, and Nankivell, A. T. The Science of Hygiene. 

8vo, *i 75 
Palaz, A. Industrial Photometry. Trans, by G. W. Patterson, 

Jr 8vo, *4 00 

Pamely, C. Colliery Manager's Handbook 8vo, *io 00 

Parker, P. A. M. The Control of Water 8vo, *5 00 

Parr, G. D. A« Electrical Engineering Measuring Instruments. 

8vo, *3 50 
Parry, E. J. Chemistry of Essential Oils and Artificial Per- 
fumes 8vo, ♦$ 00 
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Parry, £. J. Foods and Drugs. Two Vohimes 8vo. 

Vol. I. Chemical and Microscopical Analysis of Food 

and Drugs *7 . 5o 

Vol. n. Sale of Food and Drugs Acts *3 oo 

and Coste, J. H. Chemistry of Pigments 8vo, *4 50 

Parry, L. Notes on Alloys 8vo, *3 00 

Metalliferous Wastes 8vo, *2 00 

Analysis of Ashes and Alloys 8vo, *2 00 

Parry, L. A. Risk and Dangers of Various Occupations Svo, *3 00 

Parshall, H. F., and Hobart, H. M. Armature Windings .... 4to, *7 50 

Electric Railway Engineering 410, *io 00 

Parsons, J. L. Land Drainage. . : 8vo, *! 50 

Parsons, S. J. Malleable Cast Iron Svo, *2 50 

Partington, J. R. Higher Mathematics for Chemical Students 

i2mo, *2 00 
Textbook of Thermodynamics 8vo, *4 00 

Passmore, A. C. Technical Terms Used in Architecture ...Svo, *3 50 

Patchell, W. H. Electric Power in Mines Svo, *4 00 

Paterson, G. W. L. Wiring Calculations i2mo, *2 00 

Electric Mine Signalling Installations i2mo, '''i 50 

Patterson, D. The Color Printing of Carpet Yarns Svo, *3 50 

Color Matching on Textiles Svo, *3 00 

Textile Color Mixing Svo, *3 00 

Paulding, C. P. Condensation of Steam in Covered and Bare 

Pipes Svo, *2 00 

Transmission of Heat Through Cold-storage Insulation 

i2mo, '^i 00 

Payne, D. W. Founders' Manual {In Press.) 

Peckham, S. P. Solid Bitumens Svo, *5 00 

Peddie, R. A. Engineering and Metalliurgical Books — i2mo, *i 50 

Peirce, B. System of Analytic Mechanics 4to, 10 00 

Linnear Associative Algebra 4to, 3 00 

Pendred, V. The Railway Locomotive. (Westminster Series.) 

Svo, *2 00 
Perkin, F. M. Practical Method of Inorganic Chemistry . . i mo, *i 00 
and Jaggers, E. M. Elementary Chemistry :2mo, '''i 00 

Perrine, F. A. C. Conductors for Electrical Distribution . . . Svo, *3 50 
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Petit, G. White Lead and Zinc White Paints 8to, * i 50 

Petit, R. How to Build an Aeroplane. Trans, by T. O'B. 

Hubbard, and J. H. Ledeboer 8vo, *i 50 

pettit, Lieut. J. S. Graphic Processes. (Science Series No. 76.) 

i6mo, o 50 

Philbrick, P. H. Beams and Girders. (Science Series No. 88.) 

i6mo, 

Phillips, J. Gold Assaying 8vo, 

Dangerous Goods 8vo, 

Phin, J. Seven Follies of Science i2mo, 

Pickworth, C. N. The Indicator Handbook. Two Volumes 

i2mo, each, 

Logarithms for Beginners i2mo, boards, 

The Slide Rule iimo, 

Plattner's Manual of Blowpipe Analysis. Eighth Edition, re- 
vised. Trans, by H. B. Cornwall 8vo, 

Plympton, G.W. The Aneroid Barometer. (Science Series. ).i6mo, 

How to become an Engineer. (Science Series No. 100.) 

i6mo, o 50 

Van Nostrand's Table Book. (Science Series No. 104). 

i6mo, o 50 

Pochet, M. L. Steam Injectors. Translated from the French. 
(Science Series No. 29.) i6mo. 

Pocket Logarithms to Four Places. (Science Series.). .... z6mo, 

hather, 
Polleyn, F. Dressings and Finishings for Textile Fabrics .8vo, 

Pope, F. G. Organic Chemistry i2mo, 

Pope, F. L. Modern Practice of the Electric Telegraph. . . 8vo, 

Popplewell, W. C. Prevention of Smoke Syo, 

Strength of Materials 8vo, 

Porritt, B. D. The Chemistry of Rubber. (Chemical Mono- 
graphs, No. 3.) i2mo, 

Porter, J. R. Helicopter Fl3ang Machine i2mo, 

Potts, H. E. Chemistry of the Rubber Industry. (Outlines of 
Industrial Chemistry.) 8vo, 

Practical Compounding of Oils, Tallow and Grease 8vo, 
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Pratty K. Boiler Draught lamo, *i 25 

High Speed Steam Engines .*. Svo, "^200 

Pray, T., Jr. Twenty Years with the Indicator 8vo, 2 50 

Steam Tables and Engine Constant 8vo, 2 00 

Prelini, C. Earth and Rock Excavation 8vo, *3 00 

Graphical Determination of Earth Slopes 8vo, *2 00 

Tunneling. New Edition 8vo, *3 00 

Dredging. A Practical Treatise 8vo, *3 00 

Prescott, A. B. Organic Analysis 8vo, 5 00 

and Johnson, 0. C. Qualitative Chemical Analysis. 8vo, *3 50 

and Sullivan, E. C. First Book in Qualitative Chemistry 

i2mo, *! 50 

Prideauz, E. B. R. Problems in Physical Chemistry 8vo, *2 00 

Primrose, G. S. C. Zinc. (Metallurgy Series.) (In Press.) 

Prince, G. T. Flow of Water lamo, *2 00 

PuUen, W. W. F. Application of Graphic Methods to the Design 

of Structures i2mo, *2 50 

Injectors: Theory, Construction and Working i2mo, *i 50 

Indicator Diagrams 8vo, *2 50 

Engine Testing 8vo, *4 50 

Pulsifer, W. H. Notes for a History of Lead 8vo, 4 00 

Putsch, A. Gas and Coal-dust Firing 8vo, *3 00 

Pynchon, T. R. Introduction to Chemical Physics 8vo, 3 00 

Rafter, G. W. Mechanics of Ventilation. (Science Series No. 

33-) i6mo, o 50 

Potable Water. (Science Series No. 103.) i6mo, o 50 

Treatment of Septic Sewage. (Science Series No. 118.) 

i6mo, o 50 

and Baker, M. N. Sewage Disposal in the United States 

4to, *6 00 

Raikes, H. P. Sewage Disposal Works 8vo, *4 00 

Randau, P. Enamels and Enamelling ^ 8vo, *4 00 

Rankine, W. J. M. Applied Mechanics 8vo, 5 00 

Civil Engineering 8vo, 6 50 

Machinery and Millwork 8vo, 5 00 

— The Steam-engine and Other Prime Movers 8vo, 5 00 

and Bamber, E. F. A Mechanical Textbook Svo, 3 50 
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Ransome, W. R. Freshman Mathematics iimo, "^i 35 

Raphael, F. C. Localization of Faults in Electric Light and 

Power Mains w .8vo, *3 50 

Rasch, £. Electric Arc Phenomena. Trans, by K. Tomberg. 

8vo, *2 00 

Rathbone, R. L. B. Simple Jewellery 8vo, *2 00 

Rateau, A. Flow of Steam through Nozzles and Orifices. 

Trans, by H. B. Brydon 8vo, *i 50 

Rausenberger, F. The Theory of the Recoil of Guns 8vo, *4 50 

Rautenstrauch, W. Notes on the Elements of Machine Design, 

8vo, boards, *! 50 
Rautenstrauch, W., and Williams, J. T. Machine Drafting and 
Empirical Design. 

Part I. Machine Drafting 8vo, *i 25 

Part II. Empirical Design (In Preparation.) 

Raymond, £. B. Alternating Current Engineering i2mo, *2 50 

Rayner, H. Silk Throwing and Waste Silk Spinning. ..Svo, *2 50 
Recipes for the Color, Paint, Varnish, Oil, Soap and Drysaltery 

Trades Svo, *$ 50 

Recipes for Flint Glass Making lamo, "^4 50 

Redfern, J. B., and Savin, J. Bells, Telephones. (Installa- 
tion Manuals Series.) i6mo, *o 50 

Redgrove, H. S. Experimental Mensuration i2mo, '''i 25 

Redwood, B. Petroleum. (Science Series No. 92.) i6mo, o 50 

Reed, S. Turbines Applied to Marine Propulsion "'s 00 

Reed's Engineers' Handbook Svo, *5 00 

Key to the Nineteenth Edition of Reed's Engineers' 

Handbook Svo, *$ 00 

Useful Hints to Sea-going Engineers i2mo, i 50 

Reid, E. E. Introduction to Research in Organic Chemistry. 

(In Press,) 
Reid, H. A. Concrete and Reinforced Concrete Construction, 

Svo, *5 00 
Reinhardt, C. W. Lettering for Draftsmen, Engineers, and 

Students oblong 4to, boards, i 00 

The Technic of Mechanical Drafting, .oblong 4to, boards, *i 00 
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Reiser, F. Hardening and Tempering of Steel. Trans, by A. 

Morris and H. Robson i2mo, *2 5a 

Reiser, N. Faults in the Manufacture of Woolen Goods. Trans. 

by A. Morris and H. Robson 8vo, *2 50 

Spinning and Weaving Calculatidns Svo, *5 00 

Renwick, W. G. Marble and Marble Working 8vo, 5 00 

Reuleauz, F. The Constructor. Trans, by H. H. Suplee. .4to, "'4 00 
Reuterdahl, A. Theory and Design of Reinforced Concrete 

Arches 8vo, *a 00 

Reynolds, 0., and Idell, F. B. Triple Expansion Engines. 

(Science Series No. 99.) i6mo, o 50 

Rhead, G. F. Simple Structural Woodwork ^...iimo, '*'i 00 

Rhodes, H. J. Art of Lithography Svo, 3 50 

Rice, J. M., and Johnson, W. W. A New Method of Obtaining 

the Differential of Functions i2mo, o 50 

Richards, W. A. Forging of Iron and Steel lamo, i 50 

Richards, W. A., and North, H. B. Manual of Cement Testing, 

lamo, *i 50 

Richardson, J. The Modern Steam Engine Svo, *3 50 

Richardson, S. S. Magnetism and Electricity lamo, *2 00 

Rideal, S. Glue and Glue Testing Svo, *4 00 

Rinuner, £. J. Boiler Explosions, Collapses and Mishaps. Svo, *i 75 

Rings, F. Concrete in Theory and Practice lamo, *2 50 

•^ Reinforced Concrete Bridges 4to, *5 00 

Ripper, W. Course of Instruction in Machine Drawing. . . folio, *6 00 
Roberts, F. C. Figure of the Earth. (Science Series No. 79.) 

i6mo, o 50 
Roberts, J., Jr. Laboratory Work in Electrical Engineering 

Svo, *2 00 

Robertson, L. S. Water-tube Boilers Svo, 2 00 

Robinson, J. B. Architectural Composition Svo, *2 50 

Robinson, S. W. Practical Treatise on the Teeth of Wheels. 

(Science Series No. 24.) i6mo, 050 

Railroad Economics. (Science Series No. 59.) — i6mo, o 50 

Wrought Iron Bridge Members. (Science Series No. 

60.) i6mo, o 50 
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Robson, J. H. Machine Drawing and Sketching Svo, *^ $o 

Roebling, J. A. Long and Short Span Railway Bridges. . folio, 25 00 
Rogers, A. A Laboratory Guide of Industrial Chemistry . . 1 2mo, * i 50 

Elements of Industrial Chemistry ximo, *2 50 

Industrial Chemistry 8vo, *5 00 

Rogers, F. ICagnetism of Iron Vessels. (Science Series No. 30.) 

i6mo, o 50 

Rohland, P. Colloidal and its Crystalloidal State of Matter. 

Trans, by W. J. Britland and H. £. Potts i2mo, 

Rollins, W. Notes on X-Light 8vo, 

RoUinson, C. Alphabets oblong lamo, 

Rose, J. The Pattern-makers' Assistant 8vo, 

Key to Engines and Engine-running i2mo, 

Rose, T. K. The Precious Metals. (Westminster Series.) . . 8vo, 
Rosenhain,,W. Glass Manufacture. (Westminster Series.) 8vo, 

Physical Metallurgy, An Introduction to. (Metallurgy 

Series.) 8to, 

Roth, W. A. Physical Chemistry 8yo, 

Rothery, G. C, and Edmonds, H. 0. The Modem Laundry. 
2 vols 4to, half leather, 

Rowan, F.J. Practical Physics of the Modem Steam-boiler.8vo, *3 00 
and Idell, F. E. Boiler Incrastation and Corrosion. 

(Science Series Ho. 27.) i6mo, o 50 

Roxburgh, W. ^ General Foundry Practice. (Westminster 

Series.) 8vo, 

Ruhmer, E. Wireless Telephony. Trans, by J. Erskine- 

Murray 8vo, 

Russell, A. Theory of Electric Cables and Networks 8vo, 

Rutley, F. Elements of Mineralogy i2mo, 

Sanford, P. G. Nitro-explosives 8vo, 

Saunders, C. H. Handbook of Practical Mechanics z6mo, 

leather, 

Sayers, H. M. Brakes for Tram Cars 8yo, 

Scheele, C. W. Chemical Essays 8vo, 

Scheithauer, W. Shale Oils and Tars 8vo, 

Scherer, R. Casein. Trans, by C. Salter 8vo, *3 00 
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Schidrowitz, P. Rubber, Its Prodvction and Industrial Uses, 

8vo, *5 00 

Sdundler, K. Iron and Steel Construction Works i2mo, *i 25 

Schmall, C. If. First Course in. Analytic Geometry, Plane and 

Solid i3mo, half leather, *i 75 

Schmall, C. IV., and Schack, S. M. Elements of Plane Geometry 

i2mo, *i 25 

Schmeer, L. Flow of Water 8vo, *3 00 

Schumann, F. A Manual of Heating and Ventilation. 

lamo, leather, i 50 

Schwartz, £. H. L. Causal Geology 8vo, *2 50 

Schweizer, V. Distillation of Resins 8vo, *3 50 

Scott, W. W. Qualitative Analysis. A Laboratory Manual, 

8vo, *i 50 

Technical Methods of Analysis 8vo {In Press.) 

Scribner, J.^M. Engineers' and Mechanics' Companion. 

i6mo, leather, i 50 
Scudder, H. Electrical Conductivity and Ionization Constants 

of Organic Compounds '.8vo, *3 00 

Searle, A. B. Modem Brickmaking 8vo, *5 00 

Cement, Concrete and Bricks 8vo, *3 00 

Searle, G. M. ** Sumners' Method." Condensed and Improved. 

(Science Seriies No. 124.) i6mo, o 50 

Seaton, A. E. Manual of Marine Engineering ! . . .Svo, 8 00 

Seaton, A. £., and Rounthwaite, H. M. Pocket-book of Marine 

Engineering i6mo, leather, 3 50 

Seeligmann, T., Torrilhon, 6. L., and Falconnet, H. * India 

Rubber and Gutta Percha. Trans, by J. G. Mcintosh 

Svo, *5 00 

Seidell, A. Solubilities of Inorganic and Organic Substances . Svo, *3 00 

Seligman, R. Aluminum. (Metallurgy Series) (In Press.) 

Sellew, W. H. Steel Rails 4to, *i2 50 

Railway Maintenance Engineering i2mo, *2 50 

Senter, G. Outlines of Physical Chemistry i2mo, ^i 75 

Textbook of Inorganic Chemistry i2mo, *i 75 

Sever, G. F. Electric Engineering Experiments Svo, boards, *i 00 

— —and Townsend, F. Laboratory and Factory Tests in Elec- 
trical Engineering Svo, *2 50 
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Sewall, C. H. Wireless Telegrai^y 8vo^ *2 oo 

Lessons in Telegraphy. . . , , , . . . izmo, * i oo 

Sewell, T. The Construction o^ Dynamos 8vo, "^3 00 

Sexton, A. H. Fuel and Refractory Materials i2ino, *2 50 

Chemistry of the Materials of Engineering . . . 1 2 mo, *2 50 

Alloys (Non- Ferrous) 8vo, *3 00 

and Primrose, J. S. G. The Metallurgy of Iron and Steel, 

Svo, *6 50 

Seymour, A. Modem Printing Inks .Svo, *2 00 

Shaw, Henry S. H. Mechanical Integrators. (Science Series 

No. 83.) i6mo, o 50 

Shaw, S. History of the Staffordshire Potteries 8vo, 2 00 

Chemistry of Compounds Used in Porcelain Manufacture. Svo, *5 00 

Shaw, W. N. Forecasting Weather Svo, *3 50 

Sheldon, S., and Hausmann, £. Direct Current Machines. i2mo, *2 50 

Alternating-current Machines i2mo, *2 50 

Electric Traction and Transmission Engineering. .i2mo, *2 50 

Shields, J. E. Note ion Engineering Construction i2mo, i 50 

Shreve, S. H. Strength of Bridges and Roofs Svo, 3 50 

Shunk, W. F. The Field Engineer ' . i2mo, mor., 2 50 

Simmons, W. H., and Appleton, H. A. Handbook of Soap 

Manufacture Svo, *3 00 

Simmons, W. H., and Mitchell, C. A. Edible Fats and Oils, 

Svo, *3 00 

Simpson, G. The Naval Constructor i2mo, mor.^ '*'5 00 

Simpson, W. Foundations Svo (In Press.) 

Sinclair, A. Development of the Locomotive Engine. 

Svo, half leather, 5 00 
Sindall, R. W. Manufacture of Paper. (Westminster Series.) 

Svo, *2 00 
and Bacon, W. N. The Testing of Wood Pulp Svo, *2 50 

Sloane, T. O'C. Elementary Electrical Calculations i'2mo, *2 00 

Smallwood, J. C. Mechanical Laboratory Methods. (Van 

Nostrand's Textbooks.) i2mo, leather, *2 50 

Smith, C. A. M. Handbook of Testing, MATERIALS .. Svo, *2 50 

and Warren, A. G. New Steam Tables Svo, *i 25 

Smith, C. F. Practical Alternating, Currents and Testing. .Svo, *2 50 
Practical Testing of Dynamos and Motors Svo, *2 00 
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Smith, F. A. Railway Cunres zamo, "^x oo 

Standard Ttunottts on American Railroads lamo, *i oo 

Maintenance of Way Standards lamo, '*'z 50 

Smith, F. £. Handbook of General Instruction for Mechanics. 

lamo, I 50 

Smith, H. 6. Mineral; and the Microscope zamo, '^'z as 

Smith, J. C Manufacture of Paint 8to, ^3 50 

Smith, R. H. Principles of Machine Work zamo, 

Advanced Machine Work zamo, ""3 00 

Smith, W. Chemistry of Hat Manufacturing lamo, *3 00 

Snell, A. T. Electric Motive Power 8vo, *4 00 

Snow, W. G. Pocketbook of Steam Heating and Ventilation, 

{In Press.) 
Snow, W. G., and Nolan, T. Ventilation of Buildings. (Science 

Series No. 5.) z6mo, o 50 

Soddy, F. Radioactivity 8vo, ♦3 00 

Solomon, M. Electric Lamps. (Westminster Series.) 8vo, *2 00 

Somerscales, A. N. Mechanics for Marine Engineers.. zamo, *z 50 

Mechanical and Marine Engineering Science 8vo, '*'5 00 

Sothem, J. W. The Marine Steam Turbine 8vo, *6 00 

Verbal Notes and Sketches for Marine Engineers 8vo, "^5 00 

Sothem, J. W., and Sothem, R. M. Elementary Mathematics 

for Marine Engineers zamo, '^'z 00 

Simple Problems in Marine Engineering Design zamo, '^'z 00 

Southcombe, J. E. Chemistry of the Oil Industries. (Out- 
lines of Industrial Chemistry) 8vo, '*'3 00 

Sozhlet, D. H. Dyeing and Staining Marble. Trans, by A. 

Morris and H. Robson 8vo, *2 50 

Spang, H.W. A Practical Treatise on Lightning Protection. zamo, z 00 

Spangenburg, L. Fatigue of Metals. Translated by S. H. 

Shreve. (Science Series No. 23.) x6mo, o 50 

Specht; G. J., Hardy, A. S., McMaster, J. B., and Walling. Topo- 
graphical Surveying. (Science Series No. 72.). . z6mo, o 50 

Spencer, A. S. Design of Steel-Framed Sheds 8vo, *$ 50 

Speyers, C. L. Text-book of Physical Chemistry 8vo, *2 25 

Spiegel, L. Chemical Constitution and Physiological Action. 

(Trans, by C. Luedeking and A. C. Boylston.) . zamo, "^z 25 
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Sprague, £. H. Hydraulics lamo, x 35 

Stability of lllasonry lamo, x 2$ 

Stahly A. W. Transmission of Power. (Science Series No. 28.) 

x6mo9 

— -> and Woods, A. T. Elementary Mechanism xamo, *2 00 

Staley, C, and Pierson, G. S. The Separate System of Sewerage. 

8vo, ♦$ 00 

Standage, H. C. Leatherworkers' Manual 8vo, *3 50 

— - Sealing Waxes, Wafers, and Other Adhesives 8vo, *2 00 

Agglutinants of All Kinds for All Purposes xamo, ^3 50 

Stanley, H. Practical Applied Physics (In Press,) 

Stansbie, J. H. Iron and SteeL (Westminster Series.) . . . .8vo, *2 00 

Steadman, F. M. Unit Photography i2mo, *2 00 

Stecher, G. £. Cork. Its Origin and Industrial Uses. .lamo, i 00 

Steinman, D. B. Suspension Bridges and Cantilevers. (Science 

Series No. 127.) o 50 

Melan's Steel Arches and Suspension Bridges 8vo, '*'3 00 

Stevens, H. P. Paper Mill Chemist i6mo, *2 50 

Stevens, J. S. Theory of Measurements x2mo, ^x 25 

Stevenson, J. L. Blast-Furnace Calculations i2mo, leather, *2 00 

Stewart, G. Modern Steam Traps i2mo, *i 25 

Stiles, A. Tables for Field Engineers i2mo, i 00 

Stodola, A. Steam Turbines. Trans, by L. C. Loewenstein . 8vo, *5 00 

Stone, H. The Timbers of Commerce 8vo, 3 50 

Stopes, M. Ancient Plants 8vo, *2 00 

The Study of Plant Life 8vo, *2 00 

Stumpf, Prof. Una-Flow Steam Engine 4to, "^3 50 

Sudborough, J. J., and James, T. C. Practical Organic Chem- 
istry i2mo, *2 00 

Suffling, E. R. Treatise on the Art of Glass Painting 8vo, *3 50 

Sullivan, T. V., and Underwood, N. Testing and Valuation 

of Building and Engineering Materials (In Press.) 

Sur, F. J. S. Oil Prospecting and Extracting 8vo, '*'x 00 

Svenson, C. L. Handbook on Piping (In Press.) 

Swan, K. Patente, Designs and Trade Marks. (Westminster 

Series.) 8vo, *2 00 
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Swinbtirne, J., Wordingham, C. H., and Martin, T. C. Electric 

Currents. (Science Series No. 109.) ibme, o 50 

Swoope, C. W. Lessons in Practical Electricity zamo, "^2 00 

Tailfer, L. Bleaching Linen and Cotton Yam and Fa juries. 8vo, *5 00 
Tate, J. S. Surcharged and Different Forms of Retaining- walls. 

(Science Series No. 7.) i6mo, o 50 

Taylor, F. N. ' Small Water Supplies i2mo, *^ 00 

Masonry in Civil Engineering 8vo, *2 50 

Taylor, T. U. Surveyor's Handbook i2mo, leather, *2 00 

Backbone of Perspective i2mo, *i 00 

Taylor, W. P. Practical Cement Testing 8vo, *3 00 

Templeton, W. Practical Mechanic's Workshop Companion, 

i2mo, morocco, 2 00 
Tenney, E. H. Test Methods for Steam Power Plants. 

(Van Nostrand's Textbooks.) i2mo, '^'2 50 

Terry, H. L. India Rubber and its Manufacture. (West- 
minster Series.) 8vo, *2 00 

Thayer, H. R. Structural Design 8vo, 

Vol. I. Elements of Structural Design *2 00 

Vol. II. Design of Simple Structures "^4 00 

Vol. III. Design of Advanced Structures (In Preparation.) 

Foundations and Masonry (In Preparation.) 

Thiess, J. B., and Joy, 6. A. Toll Telephone Practice. .8vo, *s 50 
Thom, C, and Jones, W. H. Telegraphic Connections. 

oblong t2mo, i 50 

Thomas, C. W. Paper-makers' Handbook (In Press.) 

Thompson, A. B. Oil Fields of Russia 4to, *y 50 

Oil Field Development and Petroleum Mining 8vo, *7 50 

Thompson, S. P. D3mamo Electric Machines. (Science 

Series No. 75.) i6mo, o 50 

Thompson, W. P. Handbook of Patent Law of All Countries, 

i6mo, I 50 

Thomson, G. Modem Sanitary Engineering iimo, '''3 00 

Thomson, G. S. Milk and Cream Testing i2mo, *i 75 

Modem Sanitary Engineering, House Drainage, etc. .8vo, *s <>o 
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Thornley, T. Cottom Combing Machines 8vo, '^s oo 

Cotton Waste 8vo, *3 oo 

Cotton Spinning .....* 8vo, 

First Year *i 50 

Second Year *3 00 

Third Year *2 50 

Thurso, J. W. Modem Turbine Practice Svo, *4 00 

Tidy, C. Meymott. Treatment of Sewage. (Science Series 

No. 94.) i6mo, o 50 

Tillmans, J. Water Purification and Sewage DisposaL Trans. 

by Hugh S. Taylor. Svo, *2 00 

Tinney, W. H. Gold-mining Machinery Svo, *3 00 

Titherley, A. W. Laboratory Course of Organic Chemistry . Svo, *2 00 

Tizard, H. T. Indicators (In Press.) 

Toch, M. Chemistry and Technology of Paints Svo, *4 00 

Materials for Permanent Painting i2mo, *2 00 

Tod, J., and McOibbon, W. C. Marine Engineers' Board of 

Trade Examinations Svo, *i 50 

Todd, J., and Whall, W. B. Practical Seamanship Svo, ^7 50 

Tonge, J. Coal. (Westminster Series.) Svo, *2 00 

Townsend, F. Alternating Current Engineering. .Svo, boards, '''o 75 

Townsend, J. Ionization of Gases by Collision Svo, *i 25 

Transactions of the American Institute of Chemical Engineers. 

Seven volumes now ready. Vols. I to VIII., 1 90S - 1 9 1 5, 

Svo, each, *6 00 

Traverse Tables. (Science Series No. 115.) i6mo, o 50 

mor., I 00 

Treiber, E. Foundry Machinery. Trans, by C. Salter. .i2mo, z 25 
Trinks, W., and Housum, C. Shaft Governors. (Science 

Series No. 122.) i6mo, o 50 

Trowbridge, D. C. Handbook for Engineering Draughtsmen. 

(In Press.) 
Trowbridge, W. P. Turbine Wheels* (Science Series No. 44.) 

i6mo, o 50 

Tucker, J. H. A Manual of Sugar Analysis Svo, 3 50 

Tunner, P. A. Treatise on Roll-turning. Trans, by J. B. 

Pearse Svo text and folio atlas, 10 00 
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Turnbull, Jr., J., and Robinson, S. W. A Trettise on the 
Compound Steam-engine. (Science Series No. 8.) 

z6mo, 

Turner, H. Worsted Spinners' Handbook xamo, *2 oo 

Turrill, S. M. Elementary Course in Perspectiye xamo, "^x 25 

Twyford, H. B. Purchasing 8to, *$ 00 

Tyrrell, H. O. Design and Construction of Mill Buildings. 8to, ^4 00 

- — Concrete Bridges and Culverts x6mo, leather, *^ 00 

Artistic Bridge Design 8vo, *z 00 

Underbill, C. R. Solenoids, Electromagnets and Electroniag- 

netic Windings iamo, *2 00 

Underwood, N., and Sullivan, T. V. Chemistry and Tech- 
nology of Printing Inks Svo, *3 00 

Urquhart, J. W. Electro-plating iimo, 2 00 

Electrotyping i2mo 2 00 

Usbome, P. 0. G. Design of Simple Steel Bridges Svo, '''4 00 

Vacher, F. Food Inspector's Handbook i2mo, '''a 00 

Yan Nostrand's Chemical Annual. Third issue 1913. Leather. 

i2mo, *2 50 

Year Book of Mechanical Engineering Data (In Press.) 

Van Wagenen, T. F. Manual of Hydraulic Mining i6mo, i 00 

Vega, Baron, Von. Logarithmic Tables Svo, cloth, 2 00 

half mor., 2 50 
Vincent, C. Ammonia and its Compounds. Trans, by M. J. 

Salter Svo, *2 00 

Volk, C. Haulage and Winding Appliances Svo, *4 00 

Von Georgievics, G. Chemical Technology of Textile Fibres. 

Trans, by C. Salter Svo, *4 50 

Chemistry of Dyestuffs. Trans, by C. Salter Svo, *4 50 

Vose, G. L. Graphic Method for Solving Certain Questions in 

Arithmetic and Algebra. (Science Series No. 16.) 

i6mo, o 50 

Vosmaer, A. Ozone Svo, *2 50 

Wabner, R. Ventilation in Mines. Trans, by C. Salter. .8vo, ^4 50 

Wade, E. J. Secondary Batteries Svo, *4 00 
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Wadmore, J. M. Elementary Chemical Theory Z2m0y '''i 50 

Wadsworth, C. Primary Battery Ignitien izmo, *o 50 

Wagner, £. Preserving Fruits, Vegetables, and Meat. . .lamo, '*'2 50 

Waldram, P. J. Principles of Structural Mechanics. ..lamo, '''3 00 

Walker, F. Aerial Navigation Svo, 2 00 

Dynamo Building. (Science Series No. g8.) i6mOy o 50 

Walker, J. Organic Chemistry for Students of Medicine. 8 vo, H 50 

Walker, S. F. Steam Boilers, Engines and Turbines. .. .8vo, 3 00 

Refrigeration, Heating and Ventilation on Shipboard, 

i2mo, *2 00 

Electricity in Mining 8vo, ^3 50 

Wallis-Tayler, A. J. Bearings and Lubrication 8vo, *i 50 

Aerial or Wire Ropeways 8vo, *3 00 

Sugar Machinery i2mo, *2 00 

Walsh, J. J. Chemistry and Physics of Mining and Mine 

Ventilation i2mo, *a 00 

Wanklyn, J. A. Water Analysis i2mo9 2 00 

Wansbrough, W. D. The A B C of the Differential Calculus, 

i2mo, '''z 50 

Slide Valves i2mo, *2 00 

Waring, Jr., G. £. Sanitary Conditions. (Science Series 

No. 31.) i6m0y o 50 

Sewerage and Land Drainage ""6 00 

Modem Methods of Sewage Disposal i2mo, 2 00 

How to Drain a House i2m0y i 25 

Wames, A« R. Coal Tar Distillation 8vo, *2 50 

Warren, F. D. Handbook on Reinforced Concrete i2m0y ""2 50 

Watkins, A. Photography. (Westminster Series.) Svo, *2 00 

Watson, E. P. Small Engines and Boilers i2mo, z 25 

Watt, A. Electro-plating and Electro-refining of Metals. 8vo, '''4 50 

Electro-metallurgy z2mo, z oo 

— - — The Art of Soap-making 8vo, 3 00 

Leather Manufacture 8vo, '*'4 oo 

Paper Making 8vo, 3 00 



Webb, H. L. Guide to the Testing of Insulated Wires and 

Cables , — z2mo, z oo 

Webber, W. H. Y. Town Gas. (Westminster Series.). ..8vo, *a 00 
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D. Van Nostrand Company 

are prepared to supply, either from 

their complete stock or at 

short notice, 



Any Technical or 



Scientific Book 



In addition to publishing a very large 
and varied number of Scientific and 
Engineering Books, D. Van Nostrand 
Company have on hand the largest 
assortment in the United States of such 
books issued by American and foreign 
publishers. 



All inquiries are cheerfully and care* 
fully answered and complete catalogs 
sent free on request. 
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